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	 100987
	 645mm x 70mm

	 12A
	 15A

	 10Ah
Input (USB-C):	 5V/ 2A
Output:	 12V DC

	 -20° ~ +65°C
	 IP55

	
	 5W

 

 

 
 
 
 
 
 
 
 

 

 
 
 

 

 
 

Battery Solar Module Installation and
Item no. 100987 Operating Instructionsfor connection to item no. 124700

1 Product Images

USB-C port

Locking screw for aligning the solar panel 12V drive connection

Fig. 1: Battery solar module (item no.: 100987)

Charge status LED
Green = battery fully
charged
Red = battery charging
SET button (no function)

Fig. 2: Coupling of the battery module (left) and plug of the motor (right)

Fig. 5: Side view (cable outlet)

Locking screw
Fig. 3: Coupling and plug

Fig. 6: Side view (locking screw)

Note: Remove the protective film from the solar panel
before use. It also serves as a template for the screw holes
required to mount the module.Fig. 4: Coupling and plug connected

1.1 Technical Data 1.2 Aligning the Battery Solar Module

Item number: When mounting the solar module, pay particular attention
to its position and alignment. The solar module naturally
needs direct sunlight to generate the required power. The
battery solar module should therefore not be mounted
facing north, north-west or north-east, nor placed in
partial or full shade. Also consider the path of the sun, as
vegetation or roof overhangs, for example, can shade the
module.

Dimensions:
Max. motor power:
Max. switching capacity:
Capacity:

Operating temperature:
Protection class:
Panel cell efficiency: 22.5%
Panel peak power: The angle of the solar panel can be adjusted manually. To

do this, turn the locking screw (Fig. 6) anticlockwise so that
the angle can be changed. Then turn the locking screw
clockwise to fix the panel in the desired position.Important! The connection for the drive and the USB-C

port must always be protected against water ingress by
means of the screw cap!
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