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Installation and
Item no.: 124680 Operating Instructions
For open awnings and folding-arm awnings

1 Technical Data

1.2 Routing the Mains Cable

SET button
Fig. 1: Motor head & SET button Champion Electronic Markimatik

Item number:
Rated torque:
Rated speed: 12 rpm
Power supply:
Frequency: Fig. 3: Routing the connecting cable
Power: Never route the connecting cable vertically upwards,

otherwise water can run along the cable into the motor
head and destroy it. Route the cable downwards in a loop
so that water can collect at the lowest point and drip off.

Operating time: 4 min.
Cores/cross-section: 4 x 0.75mm2

Length of connecting cable: 2.5m
Overrun: 3 degrees
Protection class acc. to VDE700:
Tube diameter 2 Information on End Position SettingMotor length:
Sound pressure level (LpA):

UP button
*For all work, please observe the safety instructions and
the notes under Safety Instructions & Electrical Connection;
in particular the notes on the protection and routing of the
connecting cable if the rooms are not “dry rooms”.

SET button

DOWN button

Fig. 4: Setting switch (item no. 125000)1.1 Electrical Connection
The setting switch (item no. 125000) can be used to set
the end positions. Alternatively, the setting can also be
made with the SET button on the drive in combination
with the control used (e.g. blind push-button).Mains

The end positions of the drive are set in different ways
depending on the type of awning. With open awnings both
end positions must be set manually, whereas with cassette
awnings the extended end position is set manually and the
retracted end position can be set automatically. If the
retracted end position is set automatically, the drive
readjusts it every 20 cycles to always ensure that the
cassette closes properly.

Up Dn

Switch

Fig. 2: Connection with blind switch

If the end positions are to be learned again, the old end
positions must first be deleted as described under point
2.3.
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Installation and
Item no.: 124680 Operating Instructions
For open awnings and folding-arm awnings

2.1 End Position Setting for Open Awnings 2.2 End Position Setting for Cassette Awnings

To set the end positions of the drive in an open
awning, proceed as follows:

To set the end positions of the drive in a cassette
awning, proceed as follows:

Note: Instead of the SET button on the setting switch,
the SET button on the motor head can also be used.

Note: Instead of the SET button on the setting switch,
the SET button on the motor head can also be used.

Press and hold the DOWN button of the switch. Press and hold the DOWN button of the switch.

The drive starts moving “down” and extends the awning. The drive starts moving “down” and extends the awning.

Additionally press and hold SET (setting
switch or motor head). Release SET at the
desired extended end position.

Additionally press and hold SET (setting
switch or motor head). Release SET at the
desired extended end position.

The drive stops immediately and has learned the
extended end position.

The drive stops immediately and has learned the
extended end position.

Press and hold the UP button of the switch. Press and hold the UP button of the switch.

The drive starts moving “up” and retracts the awning. The drive starts moving “up” and retracts the awning. The
drive switches off under load in the retracted end position.
The end position is learned when the drive stops and is
readjusted automatically every 20 cycles.Additionally press and hold SET (setting

switch or motor head). Release SET at the
desired retracted end position.

Note: Set end positions cannot simply be overwritten. If the
end positions are to be set again, they must first be deleted
as described under point 2.3.The drive stops immediately and has learned the

retracted end position.

2.3 Deleting the End PositionsNote: Set end positions cannot simply be overwritten. If the
end positions are to be set again, they must first be deleted
as described under point 2.3. If end positions that have already been learned are to be

changed, the old data must first be deleted. To delete the
end positions, proceed as follows:

Press and hold the DOWN and SET buttons
together (approx. 10 seconds) until the drive
makes a short jog.

Release both buttons and then do not
switch on the drive for at least 10 seconds.

The old end positions are now deleted and can be
learned again as described under point 2.1 or 2.2.
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