:‘ KAISER NIENHAUS Item no. 135210

Wall Transmitter Muro 1 (V2)

1-channel wall transmitter

Programming and
Operating Instructions

| 1 Button Functions
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Fig. 1: Item 135210 (front) Fig. 2: Item 135210 (back)

1.1 Technical Data

Item name: Muro 1 (V2)

Item number: 135210

Dimensions: 86mm x 86mm x 15mm
Battery: CR2430 (3V)

Radio frequency: 433.925MHz
Operation: tactile buttons

Note: These operating instructions only describe the
functions of the Muro 1 radio wall transmitter. As it can be
used with various drives, receivers or timers from KAISER
NIENHAUS, please refer to the instructions of the receiving
device for the respective pairing process.

| 2 Locking 2-Button Commands

For some settings on the drives and receivers, two buttons
on the transmitter must be pressed at the same time (e.qg.
setting & deleting end positions). To prevent settings from
being changed unintentionally by accidentally pressing two
buttons, the 2-button commands on the transmitter can be
locked or unlocked. Proceed as follows:

o Press and hold the STOP button of the
transmitter (approx. 15 seconds) until the LED
lights up permanently. Now release the STOP
button.

e Briefly press the P2 button.

The transmitter confirms successful locking or
unlocking of the 2-button commands as follows:

2-button commands are unlocked:
The LED flashes quickly for 3 seconds.

2-button commands are locked:
The LED flashes slowly for 3 seconds.
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