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Wall Transmitter Plano 15 (V2) Programming and
Item no. 135400 Operating Instructions15-channel transmitter

1 Button Functions 2.1 Reducing Transmitter Channels

If you do not need all 15 channels of the transmitter, you
can reduce the number of channels displayed. To hide the
channels you do not need, proceed as follows:

UP DOWN
STOP Hold down the Channel+ and Channel- buttons

together until first the letter “C” and then the
number “15” appears on the display.

CHANNEL 0

CHANNEL - CHANNEL +
Now use the Channel+ and Channel- buttons
to select the desired number of channels and
confirm your selection by briefly pressing the
STOP button.

Fig. 1: Item 135400 (front) Fig. 2: Item 135400 (back)

1.1 Technical Data

Item name: The transmitter confirms a successful change with the
letter “o” on the display.Item number:

Dimensions:
Battery: Note: Existing motor connections on hidden channels are

not deleted.Radio frequency: 433.92MHz
Operation: tactile buttons

2.2 Function of the Channel 0 Button
Note: These operating instructions only describe the
functions of the Plano 15 radio wall transmitter. As it can be
used with various drives, receivers or timers from KAISER
NIENHAUS, please refer to the instructions of the receiving
device for the respective pairing process.

Briefly pressing the Channel 0 button makes the transmitter
jump automatically to this channel. It controls all devices
paired with the transmitter at the same time and thus serves
as a central control.

Important! Settings such as changing the end positions
or reversing the direction of rotation should not be made
while channel 0 is selected. Otherwise, settings may
unintentionally be changed on drives or receivers that were
not meant to be addressed.

2 Locking 2-Button Commands

For some settings on the drives and receivers, two buttons
on the transmitter must be pressed at the same time (e.g.
setting & deleting end positions). To prevent settings from
being changed unintentionally by accidentally pressing two
buttons, the 2-button commands on the transmitter can be
locked or unlocked. Proceed as follows:

Press and hold the STOP button (approx. 15
seconds) until the letter “U” or “L” appears on the
display. This indicates the new mode as follows:

2-button commands are unlocked
2-button commands are locked

Confirm the new mode by briefly pressing the P2
button. The transmitter indicates a successful
change with the letter “o” on the display.
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