:‘ KAISER NIENHAUS

Radio Transmitter Mercato Fondo
ltem no. 135700

1-channel, with potential-free switch input

Programming and
Operating Instructions

1 Wiring Diagram & Button Functions

| 1.3 Operating Modes
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Fig. 1: ltem 135700

1.1 Technical Data

Item name: Mercato Fondo

Item number: 135700

Dimensions: 48mm x 44mm x 23mm
Radio frequency: 433.92MHz

Power supply: 230V AC/ 50-60Hz
Operating temperature: -20°-60°C

Switch input: Potential-free

Note: The Mercato Fondo flush-mounted transmitter can
only be used as a secondary transmitter, as essential
functions (e.g. setting the end positions) cannot be
carried out with it.

1.2 Mode of Operation

The Mercato Fondo flush-mounted radio transmitter is
used when radio drives of the Mercato series are to be
controlled from a switch combination without laying a
cable from the motor to the switch. A conventional blind
push-button or a switching device with the commands UP,
STOP and DOWN can be connected to the potential-free
switch input.

The device has 3 different operating modes, which can be
selected depending on the connected switching device. A
detailed description can be found in the following section
(1.3 operating modes).

How to connect the flush-mounted transmitter to a radio
drive or actuator is described in the respective instructions.

Note: On the Mercato Fondo, the P2 button is used instead
of the STOP button of the hand-held transmitter.

To ensure the most intuitive control possible with different
switching devices, the Mercato Fondo transmitter has
3 different operating modes. They have the following
properties:

Mode 1 (as delivered):

This mode is specially suited for use with switching devices
with a separate STOP command. Pending commands in
the “up” or “down” direction can be interrupted by briefly
pressing the STOP button.

Mode 2:

This mode is suitable for use with a conventional blind
push-button. The switching commands run in so-called
dead-man mode, i.e. the connected drive only runs as long
as the respective button is pressed.

Mode 3:

The third mode is also intended for use with a blind
push-button. However, the switching commands run
in self-holding mode, i.e. a short switching command
moves the drive to the respective end position. Pending
commands can be stopped by briefly pressing the button
again in the same direction.

| 1.4 Changing the Operating Mode

To switch between the modes, simply proceed as follows:

Press and hold the P2 button. The LED first flashes for
approx. 3 seconds before going out. After a total of 6
seconds the LED flashes once, after 12 seconds twice and
after 18 seconds three times. To select the desired mode,
simply release the P2 button after the LED flashes (Ix for
mode 1/ 2x for mode 2 [ 3x for mode 3).
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