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Installation and
Item no. 137550 Operating InstructionsUSB gateway

1 Button Functions

SET button

Fig. 1: Item 137550 (front view) Fig. 2: Item 137550 (side view)

1.1 Technical Data

Note: These operating instructions only describe the
functions of the Smart-Stick. To add a motor/ receiver to
the KN Connect app, please follow the step-by-step
instructions in the app.

Item name:
Item number:
Dimensions:
Power supply: USB port (5V)
Radio frequency: 433.92MHz
Wi-Fi frequency: 2.4GHz

2 Mode of Operation

With the Smart-Stick, motors & receivers of the Funk
Mercato series can be controlled and automated with
the free “KN Connect” app. The Smart-Stick acts as a USB
gateway, which must first be connected to a Wi-Fi network
(2.4 GHz) via the app. Via the internet connection, the
Smart-Stick receives the commands from the app and
passes them on by radio to paired components.

3 Adding Components in the App

After you have downloaded the “KN Connect” app and
created an account, the Smart-Stick can be added very
easily. To do this, tap the “+” symbol in the upper right
corner of the app and then the Smart-Stick button in
the window that opens. Now follow the step-by-step
instructions in the app.

You can then also add the individual motors/ receivers via
the “+” symbol. To do this, select the button for the radio
component to be paired in the window that opens and
follow the instructions in the app.
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