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Roller Shutter Anti-Lift Device Installation andAnti-lift device with 3 slats
Operating InstructionsItem no. 242000

View, Description Fastening

If the shafts have matching square punch-outs, the anti-lift
devices can be connected to the shaft without screws.
Proceed as follows:

1. Push a wire spring into one of the square
punch-outs on one side (Figure 1)Schematic illustration.

Please observe the
notes in these
instructions when
fitting the anti-lift
devices

2. Press the anti-lift device onto the shaft

3. Then clip in the second spring (Figure 2)

4. Finally, also clip in the first wire spring (Figure 3)The roller shutter anti-lift device makes it considerably
harder to push up the shutter curtain, a method often
used by opportunistic burglars. It can thus contribute
significantly to preventive burglary protection. Depending
on your insurer's conditions for burglary protection and its
approval, using these anti-lift devices may even reduce
your premium.

The wire springs on the anti-lift device can be moved to
different positions to adapt it to different grid dimensions.

Technical Data

Polyamide (PA) with 30% glass fibre
reinforcement

Figure 1 Figure 2

Curtain weight: max. 7kg per anti-lift device Important note:

Alternatively, the anti-lift devices
can be screwed on. Use only
3.9x6.5 screws (DIN 7049 C-H) and
also make sure that the screws
cannot damage the motor casing.

Mounting groove: rotatable in 2 positions for
8 or 14mm shutter profiles

Quantity: We recommend one anti-lift device
per 40cm of shaft length.
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