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Tastor Mercato Timer; Installation and
Item 311500 Operating Instructions
Shutter timer with extension input

1 Technical Data

Supply voltage:
Switching voltage:
Switching contact load:
Temperature range: +5°C to +45°C
Travel time: 2.5 minutes
Changeover delay: min. 0.5 seconds
Accuracy: < 5 seconds / day
Power reserve: approx. 7 hours
Degree of protection:
Protection class
Conformity:Fig. 1: Item 311500

1.2 Wiring Diagram1.1 Safety Instructions

The electrical mains
connection may only be made
by a qualified electrician
according to the wiring
diagrams shown in these
operating instructions. Use
a deep switch box to install
the timer. Make sure that the
cables do not prevent the
device from snapping into
place. To prevent overvoltages
and thus malfunctions of
the timer, the timer keypad
may only be removed and
attached when the device is
de-energised! To do this, the
power supply of the circuit
concerned must be interrupted
by switching off the fuse.
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Tastor Mercato Timer; Installation and
Item 311500 Operating Instructions
Shutter timer with extension input

2 Operating the Timer

DOWN button < 1 sec. Jog mode or STOP when motor is running

DOWN button > 1 sec. DOWN travel command

DOWN button > 6 sec. Saves DOWN time + LED flashes

UP button < 1 sec. Jog mode or STOP when motor is running

UP button > 1 sec. UP travel command

UP button > 6 sec. Saves UP time + LED flashes

Press UP + DOWN buttons simultaneously > 5 sec. Activate/deactivate automatic function
The LED flashes to confirm successful
activation/deactivation

Press UP + DOWN buttons simultaneously > 10
sec.

Reset automatic times.
The LED starts flashing after 5 seconds and
goes out after 10 seconds. The automatic times
are then deleted.

Jog mode
Briefly tapping the direction buttons (up to 1 sec.) tilts the blind slats. Automatic mode remains
active.

Quick Programming with Memory Function (Automatic Function)
If the UP or DOWN button is held down for longer than 6 sec., the roller shutter moves in that direction
and the current time is saved as the automatic UP or DOWN time (memory function). On delivery,
the memory function is deactivated. When it is active, the timer indicates this by lighting the
function LED for 5 seconds each time a button is pressed.

Important Notes on the Extension Inputs NZ and NA
The extension inputs NA and NZ for UP and DOWN are designed for an input voltage of 230V. The
same phase as on terminal “L” must always be connected to the inputs. The maximum cable length
must not exceed 100m. Via the extension inputs NA and NZ, any number of drives can be opened or
closed simultaneously in a defined way, regardless of their current state. When controlled via the
extension inputs, the motor only runs as long as the command is present. If NA and NZ are active at
the same time, NA has priority. As long as NA or NZ is active, local commands are blocked.

Notes & Warranty Conditions
The general terms of business and warranty conditions of KAISER
NIENHAUS GmbH apply in their latest version, which can be viewed Phone:
online at the following link:

E-mail:


