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Bedienungsanleitung  WiKa-Timer Comfort 
Art.-Nr.: SU2050
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Anschlussplan 
 

                 Wichtiger Hinweis!  

Betr.: Wika Timer und WiKa Timer Comfort 

Bitte beachten Sie den geänderten Anschluss ab Version 1.03. 
Anschlussplan in der Bedienungsanleitung beachten! 

 

An den Motoranschlussklemmen wird jetzt direkt  

230V AC durchgeschaltet. Eine zusätzliche  

Brücke wie in der Vorgängerversion entfällt.  
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Hermann Uhr GmbH, Oberdorfstr. 4,  53225 Bonn 

Tastor Caja Two, shutter timer for
Installation andbelt box installation, with astro function
Operating Instructions& random function, Item 312060

General Notes Installing the Shutter Control
The shutter control is designed exclusively for The shutter control is designed for installation in standard flush boxes with a
controlling 230V drives in roller shutter and sun hole spacing of 15.9 to 18.8cm. For larger hole spacings, please
protection systems. Operating the shutter control request an adapter plate.
requires end positions to be set on the connected drive. Please use the enclosed screws for fastening and tighten them carefully

(do not use a cordless screwdriver!). If the supply and/or motor cable is
surface-mounted, please break out the pre-marked areas of the screw cover
caps.

UP button

Operating the Shutter ControlSET button

UP travel command (approx. 180 sec.) or
STOP when motor is running

UP buttonDOWN
button Quick programming:SET & UP button

>4 sec.
Selector switch The currently displayed time is saved as the

daily UP time. (Not applicable when astro
function is active)

Sun sensor
connection

DOWN travel command (approx. 180 sec.) or
STOP when motor is runningDOWN buttonSafety Instructions

• Note that the shutter control Quick programming:SET & DOWN buttonrequires an operating voltage of 230 V, 50 Hz
The currently displayed time is saved as the
daily DOWN time. (Not applicable when astro
function is active)

>4 sec.to operate. The control may only be installed by
a qualified electrician.

• If work is carried out on the windows/roller shutter/sun
protection systems or in their immediate vicinity Changing the operating mode (Auto / Manual / Random)Selector switch
that are controlled by the shutter control, the
operating voltage must be switched off beforehand. SET button STOP when motor is running

• The control is intended only for proper use
Activates programming mode and STOP when
motor is running

(as described in the operating instructions). No
changes or modifications may

SET button 6 sec.

be made, otherwise any warranty SET & UP & DOWN Reset, device is reset to factory settings
claim will be void. buttons simultaneously (… can also be done in the settings menu)

(Reset values: UP 7:00, DOWN 20:00, time 12:00)10 sec.• Immediately after unpacking, check the control for
damage. If there is any transport

Switch automatic summer/winter time changeover
on/off (… only possible in Automatic and Random
modes)

damage, notify the supplier UP & DOWN button
immediately. simultaneously 10 sec.

The control must not be put into operation if
damaged!

Shutter Control Operating Modes• If it can be assumed that safe operation
of the control cannot be guaranteed, it

The selector switch is used to switch between the possiblemust be taken out of operation immediately and
operating modes.
There are 3 operating modes to choose from:

secured against unintended operation.

= Automatic (daily program / weekly program)

= Manual control (manual mode)

= Random = Automatic + random time of 1 to 15 minutes

In “AUTO” mode, the roller shutter is opened or closed
automatically at the programmed switching times.

In this mode                the sun and twilight functions and the
automatic travel times are deactivated.

In this mode                the programmed switching times vary randomly by +/-
15 minutes.
In every operating mode, the drive can be moved and stopped immediately
without delay using the UP and DOWN buttons.

Daily program
The desired switching times are set once, identically for every day of the week.
This means that the programmed times apply to every day of the week and are
always executed at the same time each day.

Weekly program
This function lets you set individual switching times for each day of the week.
Depending on your settings, these can vary from day to day. The UP / DOWN
switching times (of each day) can also be deactivated individually (23:59, --:--,
00:00).
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Aktivierung/Deaktivierung der autom. Sommer-/ Winterzeitumstellung (nur in den Betriebsarten Automatik und Zufall durchführbar) 

Die Tasten AUF & AB 10 Sek. 
gleichzeitig drücken 

SU off = Automatische Umstellung deaktiviert 

SU ivi r

 
Astrofunktion 
Die Astrofunktion ermöglicht es Ihnen Ihren Rollladen per voreingestellten Astrozeiten automatisch auf- und abfahren zu lassen. Dabei können Sie 
zwischen drei verschiedenen Astroprogrammen (P1, P2, P3) wählen, welche weiter unten noch näher erklärt werden. 
 
Sonnen-Funktion (nur bei montiertem Sonnen-/ Dämmerungssensor) 
Wird der eingestellte Sonnengrenzwert erreicht, leitet die Schaltuhr nach Ablauf der Sonnenansprechverzögerung (1,5 Min.) eine Abfahrt des 
Rollladens ein. Der Rollladen fährt nach Ablauf der Ansprechverzögerung dann bis zur Höhe des Sensors und wieder ein Stück zurück. 
Die individuelle Einstellung des Sonnengrenzwertes kann in 255 Stufen vorgenommen werden und nach Bedarf über das Menü auch 
ausgeschaltet werden (OFF).  
Wird der eingestellte Sonnengrenzwert für 15 Minuten unterschritten fährt der Rollladen auf. 
 
 
Dämmerungs-Funktion (nur bei montiertem Sonnen-/Dämmerungssensor) 
Der Rollladen fährt automatisch ab, sobald der individuell einstellbare Dämmerungswert für 10 Minuten unterschritten ist. Die individuelle 
Einstellung kann in 255 Stufen vorgenommen werden und nach Bedarf über das Menü auch ausgeschaltet werden (OFF). 
Zur Vermeidung einer zu frühen Abfahrt ist die Dämmerungsfunktion erst ab 16:00 Uhr aktiv geschaltet. 
Bemerkung: Liegt die programmierte Abfahrzeit / Astrozeit vor der Dämmerung, so wird bereits zur programmierten Zeit / Astro-Zeit abgefahren. 
Um einer eventuellen Überschneidung der programmierten Abfahrzeit und der Dämmerungsabfahrt im Jahresverlauf vorzubeugen, empfehlen wir 
Ihnen die Abfahrzeit 23:00 Uhr einzustellen. Somit ist gewährleistet, dass der Rollladen immer zur Dämmerung abfährt. 
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 Programmierung der Rollladensteuerung 

Set-Taste 6 Sek.  
betätigen 

 - Symbol wird angezeigt. (Hintergrundbeleuchtung 
ändert von blau zu rot) 

 
 
 
Mit den Tasten AUF 
oder AB die 
einzustellende 
Funktion wählen 

  = Uhrzeit einstellen 

P    = Fahrzeiten für „Tagesfunktion“ einstellen 

 = Sonne-/ Dämmerungswerte einstellen  
            (diese Funktion steht nur bei ange- 
              schlossenem Sonnensensor und in der 
              Betriebsart AUTO und „ZUFALL“ zu 
              Verfügung) 
E      = Einstellmenü verschiedener Programme  
            ( nach dem bestätigen mit der SET-Taste  
              können Sie mit den Tasten AUF oder AB  
              zwischen den Programmen E1- E5 wählen)               

Mit der SET-Taste 
kurz bestätigen Sie befinden sich in der ausgewählten Funktion  

 
 
                                                              = Datum / Uhrzeit einstellen 
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 Anzeige: 2017 das Jahr blinkt. (Nach Neueinstellung 
oder Reset ist die Werkseinstellung 2017) 

Mit den Tasten AUF 
oder AB das aktuelle 
a r einst e . 

Das gewählte Jahr blinkt. 

Mit der Taste SET 
bestätigen 

Anzeige: 01 Der Monat blinkt. (Nach Neueinstellung 
oder Reset ist die Werkeinstellung 01= Januar) 

Mit den Tasten AUF 
oder AB den Monat 
i t l n.

Der gewählte Monat blinkt. 
01= Januar; 02= Februar; 03= März; usw… 

Mit der Taste SET 
bestätigen 

Anzeige: 01 Der Tag blinkt. (Nach Neueinstellung oder 
Reset ist die Werkeinstellung 01= 1. Tag) 

Mit des Taste AUF 
oder AB den Tag 
i t l n 

Der gewählte Tag blinkt. 
01= 1. Tag; 02= 2.Tag; 03= 3. Tag; usw… 

Mit der Taste SET 
e ät g n 

Die Uhrzeit blinkt (Nach Neueinstellung oder Reset ist 
ie Wer eins el ung = 1 :00 ) 

Mit den Tasten AUF 
und AB die Uhrzeit  
i t l n.

Bei dauerhaft gedrückter AUF- oder AB- Taste 
beschleunigt sich der Uhrzeitdurchlauf. Die SET- Taste 
wechselt von Stunden- auf Minuteneinstellung. 

Mit der Taste SET 
bestätigen Das Programmiermenü wird verlassen. 

Tastor Caja Two, shutter timer for
Installation andbelt box installation, with astro function
Operating Instructions& random function, Item 312060

Activating/Deactivating the Automatic Summer/Winter Time Changeover (only possible in Automatic and Random modes)

off = Automatic changeover deactivatedPress UP & DOWN buttons
simultaneously for 10 sec. on = Automatic changeover activated

Astro Function
The astro function lets your roller shutter open and close automatically according to preset astro times. You can choose between three different
astro programs (P1, P2, P3), which are explained in more detail below.

Sun function (only with sun/twilight sensor fitted) When the set sun threshold is reached, the timer starts lowering the roller shutter once the
sun response delay (1.5 min.) has elapsed. After the response delay, the roller shutter moves down to the height of the sensor and then back
up a little. The sun threshold can be set individually in 255 steps and switched off via the menu if required (OFF). If the light stays below the
set sun threshold for 15 minutes, the roller shutter moves up.

Twilight function (only with sun/twilight sensor fitted) The roller shutter moves down automatically as soon as the light has stayed below the
individually adjustable twilight value for 10 minutes. The value can be set individually in 255 steps and switched off via the menu if required
(OFF). To prevent premature closing, the twilight function is only active from 16:00. Remark: If the programmed DOWN time / astro time is before
twilight, the shutter already moves down at the programmed time / astro time. To prevent the programmed DOWN time and the twilight closing
from overlapping over the course of the year, we recommend setting the DOWN time to 23:00. This ensures that the roller shutter always moves
down at twilight.

Programming the Shutter Control

- symbol is displayed. (BacklightPress SET button
for 6 sec. changes from blue to red)

= Set time

= Set travel times for “daily function”

= Set sun/twilight valuesUse the UP or
DOWN buttons to (this function is only available with a
select the connected sun sensor and in
function AUTO and “RANDOM” operating

modes)

= Settings menu for various programs
(after confirming with the SET button,
you can use the UP or DOWN buttons to
choose between programs E1–E5)

Briefly confirm with
the SET button You are now in the selected function

= Set date / time

Display: 2017, the year flashes. (After new setup or
reset, the factory setting is 2017)

Use the UP or
The selected year flashes.DOWN buttons to set

the current year.

Confirm with Display: 01, the month flashes. (After new setup
the SET button or reset, the factory setting is 01 = January)

Use the UP or The selected month flashes.
DOWN buttons to
set the month. 01 = January; 02 = February; 03 = March; etc.

Confirm with Display: 01, the day flashes. (After new setup or
the SET button reset, the factory setting is 01 = 1st day)

Use the UP or
DOWN button to
set the day

The selected day flashes. 01 = 1st day;
02 = 2nd day; 03 = 3rd day; etc.

Confirm with The time flashes (after new setup or reset,
the SET button the factory setting is 12:00)

Use the UP or If the UP or DOWN button is held down
DOWN buttons to set speeds up the time display. The SET button
the time. switches from hours to minutes setting.

Confirm with The programming menu is exited.the SET button

Revision date 07/2018
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Tastor Caja Two, shutter timer for
Installation andbelt box installation, with astro function
Operating Instructions& random function, Item 312060

= Programming the switching times

Display: progr. UP time, “P” and UP arrow

Use the UP or Holding the UP or DOWN button down
DOWN buttons to set speeds up the time display. The SET button

switches from hours to minutes setting.the time

Briefly press
the SET button Display: progr. DOWN time, “P” and DOWN arrow

Use the UP or Holding the UP or DOWN button down
DOWN buttons to set speeds up the time display. The SET button
the UP time switches from hours to minutes setting.

Briefly press Programming mode is exited. The time and
the SET button selected operating mode are displayed.

= Set sun/twilight values

Display: Sun symbol and On (after a new setting or
reset, the sun function is set to On)

Use the UP or
The selected setting flashes.DOWN buttons to set

On or Off.

Confirm with The sun symbol is displayed and the
the SET button value to be set flashes (after a new setting or reset,

the factory setting is 180)

Use the UP or Possible values: 0 to 255
DOWN buttons to set 0 = reacts even to little sunlight

255 = reacts only to strong sunlight
the sun value

Display: Moon symbol and On (after a new settingConfirm with
the SET button or reset, the twilight function is set to On)

Use the UP or
The selected setting flashes.DOWN buttons to set

On or Off.

Confirm with The moon symbol is displayed and the
the SET button value to be set flashes (after a new setting or reset,

the factory setting is 19)

Use the UP or Possible values: 0 to 255
DOWN buttons to set 0 = reacts only at deep twilight

255 = reacts even at slight twilight
the twilight value

Confirm with the
SET button

The programming menu is exited.

= Settings menu for the comfort functions

E1 and Mo Tu We Th Fr Sa Su are displayed

= Daily/weekly program
Use the UP or
DOWN buttons to
select the

= Astro function

function = Jog mode

= Set motor running time

= Set turning function

Confirm with the
SET button

You are now in the selected function.

Revision date 07/2018
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Tastor Caja Two, shutter timer for
Installation andbelt box installation, with astro function
Operating Instructions& random function, Item 312060

Setting the
Comfort Functions

= Set daily/weekly program (for switching times)

Display: Mo Tu We Th Fr Sa Su flashes. (After a new
setting or reset, the factory setting is Mo-Su)

Use the UP or DOWN
buttons to select daily or Mo flashes: daily program active

Mo-Su flashes: weekly program activeweekly program

Confirm with the SET button The programming menu is exited.

= Set astro function

Display: & OFF flashes (after a new setting or
reset, the factory setting is OFF)

Use the UP or DOWN
buttons to set to On or Off. The selected setting flashes.

... if OFF, with the SET button the astro function OFF setting is saved and
to confirm the settings menu is exited.

... if On, with the SET button Display: P1 The astro program flashes. (After a
to confirm new setting or reset, the factory setting is 1)

P1 = astro function with blocking times
Use the UP or DOWN buttons P2 = astro evenings only (fixed morning time)
to select the astro program. P3 = astro function without blocking

times [for more information see page 5]

Confirm with the SET button Display: 00 The correction time flashes. (After a new
setting or reset, the factory setting is 00 = 0 min.)

Use the UP or DOWN
buttons to set the astro
correction time

The selected number of minutes
flashes. Max. ± 59 minutes

Confirm with the SET button The programming menu is exited.

= Set jog mode

Display: & Off flashes (after a new setting or
reset, the factory setting is Off)

Use the UP or DOWN buttons The selected setting flashes.
to set to On or Off.

Confirm with the SET button The programming menu is exited.

= Set motor running time (DOWN command only!)

Display: 180 The motor running time (in sec.) flashes
(after a new setting or reset, the factory setting is 180
sec.)

The selected motor running time flashes.Use the UP or DOWN buttons
At least 1 second.to set the motor running time
Maximum 180 seconds.

Confirm with the SET button The programming menu is exited.

= Set turning function (UP command only!)

Display: 3:0 The turning time (in sec.) flashes (after a
new setting or reset, the factory setting is 0:0 sec.)

The selected turning time flashes.Use the UP or DOWN buttons
Maximum 3 seconds.to set the desired turning time
Active for the set time after the motor run

Confirm with the SET button The programming menu is exited.

Remark: The motor running time and turning time programs can be used for: setting ventilation positions or the lower opening of a
roller shutter, and setting the slat angle of a venetian blind.

Revision date 07/2018



www.kaiser-nienhaus.de

 
 

  
 

                                                  
              
                     
                     
                                                  
              
              
   
 
 

 
 

                                             
               
                     
                     
                                                  
              
              
   
 
 

 
 

                                                   
               
                     
                     
                                                  
               
              
 
   
 

 

 
 

 
  

 
  

 
 

  

  

  

  

  

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

e r 

Bezeichnung/ Ausführung  Art.-Nr. 

Blendenadapter aus Metall, ws, 280 x 60mm (H x B) SU6490 

Blendenadapter aus Metall, ws, 310 x 60mm (H x B) SU6491 

Trennrelais für 2 Antriebe EZ8308 

Trennrelais für 2 Antriebe ohne Netzeinspeisung EZ8305 

Sonnen- und Dämmerungssensor, 1m SU2201 

Sonnen- und Dämmerungssensor, 2m SU2202 

Sonnen- und Dämmerungssensor, 3m SU2203 

Sonnen- und Dämmerungssensor, 5m SU2205 

Sonnen- und Dämmerungssensor, 10m SU2210 
 
 
Technische Daten  
 
Betriebsspannung:                230V, 50Hz +/- 10% 
Leistungsaufnahme:               ca. 0,5 W 
Ausgang (Auf/Ab):                  230V, 50Hz (mit Brücke), 
                                               potentialfrei (ohne Brücke) 
Schaltleistung:                        250V, 50Hz, 3A 
Schaltzeit:                               1- 180 Sekunden 
Schutzklasse:                         II 
Umgebungstemperatur:           -5°C…+45°C 
Umschaltverzögerung:           mind. 0,5 Sekunden 
Gangreserve:                          mind. 4 Stunden 
 
 
Technische Änderungen vorbehalten!                      Stand: 10/17
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Erläuterung der Astrofunktionen (Beispielanwendungen) 
 
Astroprogramm P1:  
 

                                                Sie möchten, dass der Rollladen am Morgen frühestens um 5:30 Uhr AUF-und am Abend spätestens um  
             20:15 Uhr AB- fährt, dann folgende Programmierung durchführen: 
                    1) Programmiermenü -> E -> E2 = ON -> P1 = ON 
                    2) Programmiermenü -> P -> 5:30 -> 20:15 
                                                Astroprogramm einschalten und die Astrofunktion P1 wählen, ggf. die individuelle Astro-Korrekturzeit  
             einstellen und im Hauptmenü "P" die Schalt- / (bzw. bei Astrofunktion P1) die Sperrzeiten auf: 
             Mo-So 5:30 Uhr für AUF sowie 20:15 Uhr für AB einstellen. 
 Astrofunktion (eingeschränkt)  
 
 
Astroprogramm P2: 
 

                                           Sie möchten, dass der Rollladen jeden Morgen um 7:30 Uhr AUF- und jeden Abend spätestens um 20:15 Uhr  
             AB- fährt, dann folgende Programmierung durchführen:  
                    1) Programmiermenü ->  E  ->  E2 = ON  ->  P2 = ON 
                    2) Programmiermenü ->  P  ->  7:30  ->  20:15 
                                                Astroprogramm einschalten und die Astrofunktion P2 wählen, ggf. die individuelle Astro-Korrekturzeit  
             einstellen und im Hauptmenü "P" die Schalt- / (bzw. bei Astrofunktion P2) die Sperrzeit auf: 
             Mo-So 7:30 Uhr für AUF (feste Schaltzeit) sowie 20:15 Uhr für AB (Sperrzeit) einstellen. 
 Halbe Astrofunktion  
 
 
Astroprogramm P3: 
 

                                                Sie möchten, dass der Rollladen bei Sonnenaufgang hochfährt und zum Sonnenuntergang herunterfährt,   
             dann folgende Programmierung durchführen:  
              1) Programmiermenü ->  E  ->  E2 = ON  ->  P3 = ON 
                    2) Programmiermenü ->  P  ->  --:--  ->  --:-- 
                                                Astroprogramm einschalten, die Astrofunktion P3 wählen und ggf. die individuelle Astro-Korrekturzeit  
             einstellen. Schalt- bzw. Sperrzeiten gibt es in dieser Einstellung nicht (sie sind automatisch im Hauptmenü "P"  
             deaktiviert und werden bei Abfrage mit  --:-- angezeigt) 
 Astrofunktion (uneingeschränkt)
   
 

 

Garantiebedingungen 
 
Die Garantie im Rahmen der gesetzlichen Gewährleistung erstreckt 
sich a  ll  K nst ktions-, Material-, und Fabrikationsfehler.  
 
Nicht unter die Garantie fallen Fehler und Mängel, die auf:  
 
  fehlerhaften Einbau oder fehlerhafte Installation, 

  Nichtbeachtung der Montage- und Bedienungsanleitung,  

  unsachgemäße Bedienung und Beanspruchung,  

  äußere Einwirkung wie Stöße, Schläge oder Witterung,  

  Reparaturen und Änderung von nicht autorisierten Stellen,  

  Verwendung ungeeigneter Zubehörteile,  

 
zurückzuführen sind. Die Beseitigung der Mängel am Produkt kann 
auch durch Reparatur oder durch Austausch des Geräts erfolgen. 
Durch die Ersatzlieferung aus Garantiegründen tritt keine 
Verlängerung der ursprünglichen Garantiezeit ein. Es werden keine 
Ein- und Ausbaukosten übernommen. 
 

 
 

 
 
 
 
 
 

Zubehör  

Bezeichnung/ Ausführung  Art.-Nr. 

Blendenadapter aus Metall, ws, 280 x 60mm (H x B) SU6490 

Blendenadapter aus Metall, ws, 310 x 60mm (H x B) SU6491 

Trennrelais für 2 Antriebe EZ8308 

Trennrelais für 2 Antriebe ohne Netzeinspeisung EZ8305 

Sonnen- und Dämmerungssensor, 1m SU2201 

Sonnen- und Dämmerungssensor, 2m SU2202 

n- u  D erun s or 3m U2203

Sonnen- und Dämmerungssensor, 5m SU2205 

Sonnen- und Dämmerungssensor, 10m SU2210 
 
 

  
 

                230V, 50Hz +/- 10% 
                

                   
                                                

                        250V, 50Hz, 3A 
                                

                         II 
           -5°C…+45°C 
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Bezeichnung/ Ausführung  Art.-Nr. 

Blendenadapter aus Metall, ws, 280 x 60mm (H x B) SU6490 

Blendenadapter aus Metall, ws, 310 x 60mm (H x B) SU6491 

Trennrelais für 2 Antriebe EZ8308 

Trennrelais für 2 Antriebe ohne Netzeinspeisung EZ8305 

Sonnen- und Dämmerungssensor, 1m SU2201 

Sonnen- und Dämmerungssensor, 2m SU2202 

Sonnen- und Dämmerungssensor, 3m SU2203 

Sonnen- und Dämmerungssensor, 5m SU2205 

Sonnen- und Dämmerungssensor, 10m SU2210 
 
 
Technische Daten  
 
Betriebsspannung:                230V, 50Hz +/- 10% 
Leistungsaufnahme:               ca. 0,5 W 
Ausgang (Auf/Ab):                  230V, 50Hz (mit Brücke), 
                                               potentialfrei (ohne Brücke) 
Schaltleistung:                        250V, 50Hz, 3A 
Schaltzeit:                               1- 180 Sekunden 
Schutzklasse:                         II 
Umgebungstemperatur:           -5°C…+45°C 
Umschaltverzögerung:           mind. 0,5 Sekunden 
Gangreserve:                          mind. 4 Stunden 
 
 
Technische Änderungen vorbehalten!                      Stand: 10/17
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Tastor Caja Two, shutter timer for
Installation andbelt box installation, with astro function
Operating Instructions& random function, Item 312060

Explanation of the Astro Functions (Example Applications)

Astro program P1:

If you want the roller shutter to move UP no earlier than 5:30 in the morning and DOWN no later than
20:15 in the evening, program as follows:

1) Programming menu -> E -> E2 = ON -> P1 =
ON 2) Programming menu -> P -> 5:30 -> 20:15

Switch on the astro program and select astro function P1, set the individual astro correction time if
required, and in the main menu “P” set the switching / (or, for astro function P1) blocking times to:
Mo-Su 5:30 for UP and 20:15 for DOWN.

Astro Function (Restricted)

Astro program P2:

If you want the roller shutter to move UP at 7:30 every morning and DOWN no later than 20:15 every
evening, program as follows:

1) Programming menu -> E -> E2 = ON -> P2 = ON
2) Programming menu -> P -> 7:30 -> 20:15

Switch on the astro program and select astro function P2, set the individual astro correction time if
required, and in the main menu “P” set the switching / (or, for astro function P2) blocking time to:
Mo-Su 7:30 for UP (fixed switching time) and 20:15 for DOWN (blocking time).

Half Astro Function

Astro program P3:

If you want the roller shutter to open at sunrise and close at sunset, program as follows:

1) Programming menu -> E -> E2 = ON -> P3 = ON
2) Programming menu -> P -> --:-- -> --:--

Switch on the astro program, select astro function P3 and set the individual astro correction time if required.
There are no switching or blocking times in this setting (they are automatically deactivated in the main menu
“P” and shown as --:-- when queried)

Astro Function (Unrestricted)

Warranty Conditions Technical Data

Within the scope of the statutory warranty, the guarantee covers all
design, material and manufacturing defects.

Operating voltage:
Power consumption: approx. 0.5 W
Output (Up/Down): 230V, 50Hz (with jumper),

The warranty does not cover faults and defects due to: potential-free (without jumper)
Switching capacity:

● incorrect fitting or installation, Switching time: 1 - 180 seconds
Protection class:● failure to follow the installation and operating instructions,
Ambient temperature:
Changeover delay: min. 0.5 seconds● improper operation and use,
Power reserve: min. 4 hours

● external influences such as knocks, impacts or weather,

● repairs and modifications by unauthorised parties,
Subject to technical changes! Version: 10/17

● use of unsuitable accessories.

Defects in the product may also be remedied by repair or
replacement of the device. A replacement delivery under warranty
does not extend the original warranty period. Installation and
removal costs are not covered.
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