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Radio Receiver Sotto - Lumo Programming and
Item no. 315255 Operating Instructionsfor continuous-current applications

1 Technical Data & Wiring Diagram 1.2 Guide to Initial Commissioning

Item name: For initial commissioning or after a factory reset, please
follow the recommended sequence:Item number:

Dimensions:
Max. switching capacity: Pairing the first transmitter
Radio frequency: 433.92MHz
Power supply: Pairing further transmitters (if necessary)
Operating temperature:

Adding to KN Connect (via existing
Smart-Stick; item no. 137550)Function LEDSET button

1.3 Function of the SET Button

Several settings can be made with the SET button on the
receiver. To carry out the respective action, press and
hold the SET button and release it immediately after the
connected load switches on (1st/ 2nd/ 4th time). After the
SET button is released, the receiver confirms the selected
action with the corresponding number of flashes of the
function LED.

Mains 230V

Power
supply

Switch
(optional)

Lamp 3 seconds/ 1st switch-on (one flash):
Fig. 1: Wiring diagram Mercato Sotto - Lumo Learning mode / deletion mode

6 seconds/ 2nd switch-on (two flashes):1.1 Table of Contents
Deactivate radio communication

No. Description Page 12 seconds/ 4th switch-on (four flashes):
Factory reset

Technical Data & Wiring Diagram
1.4 Mode of OperationTable of contents

Guide to initial commissioning The Mercato Sotto - Lumo radio receiver can be controlled
both by transmitter and by a connected switch.Function of the SET button

Mode of operation

The UP button of a paired transmitter switches on and the
DOWN button switches off.Pairing the first transmitter

Pairing further transmitters
Alternatively, sequential operation via the STOP button is
possible at any time.

Deleting a transmitter

Resetting to factory settings A connected switch changes the state each time it is
toggled (similar to a two-way circuit), so a push-button is
not suitable for use with the receiver.

Deactivating radio communication

Control via KN Connect

Useful button combinations
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Radio Receiver Sotto - Lumo Programming and
Item no. 315255 Operating Instructionsfor continuous-current applications

2 Pairing the First Transmitter 2.2 Deleting a Transmitter

To pair a transmitter, proceed as follows: To delete individual transmitters, proceed as follows:

Press and hold the SET button on the receiver
(approx. 3 seconds).

Deleting via another transmitter:

Briefly press the P2 button of a paired
transmitter that is not to be deleted.The connected load is switched on and off once. After the

SET button is released, the function LED flashes once.
The connected load is switched on and off once. The
function LED flashes once.

Within 5 seconds, press and hold the STOP
button of the transmitter to be paired. Briefly press P2 on the same transmitter again.

The receiver signals successful pairing by switching the
connected load on and off twice and three flashes of the
function LED.

The connected load is switched on and off once. The
function LED flashes once again.

Briefly press the P2 button of the transmitter to be
deleted.

Note: Assign a separate transmitter or channel to each
receiver!

The receiver signals successful deletion of the transmitter
by switching the connected load on and off twice and three
flashes of the function LED.

2.1 Pairing Further Transmitters

Up to 10 transmitters can be paired with each receiver
of the Funk Mercato series. To pair further transmitters,
proceed as follows:

Deleting via the SET button on the receiver:

Press and hold the SET button on the receiver
(approx. 3 seconds).

Briefly press the P2 button of an already
paired transmitter. The connected load is switched on and off once. After the

SET button is released, the function LED flashes once.
The connected load is switched on and off once. The
function LED flashes once.

Within 5 seconds, briefly press the P2 button of
the transmitter to be deleted.Briefly press P2 on the same transmitter again.

The connected load is switched on and off once. The
function LED flashes once.

The receiver signals successful deletion of the transmitter
by switching the connected load on and off once and one
flash of the function LED.

Press and hold the STOP button of the transmitter
to be paired.

The receiver signals successful pairing by switching the
connected load on and off twice and three flashes of the
function LED.
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Radio Receiver Sotto - Lumo Programming and
Item no. 315255 Operating Instructionsfor continuous-current applications

3 Resetting to Factory Settings

The Mercato Sotto - Lumo radio receiver can easily be
reset to factory settings. To do this, press and hold the SET
button on the receiver for approx. 12 seconds. After the
connected load has switched on and off for the fourth time,
release the SET button. The receiver confirms a successful
factory reset with four flashes of the function LED.

3.1 Deactivating Radio Communication

The radio communication of the receiver can be
deactivated temporarily. To do this, press and hold the
SET button on the receiver for approx. 6 seconds. After the
connected load has switched on and off for the second
time, release the SET button. The receiver confirms
successful deactivation with two flashes of the function LED.
Incoming radio commands are now no longer processed
by the receiver. To make the receiver ready to receive
again, simply press the SET button briefly once more.

3.2 Control via KN Connect

Motors and receivers of the Funk Mercato series can also
be controlled with the KN Connect app. For this, however, a
Smart-Stick (item no. 137550) must be used, which is first
connected to the desired home network. All further steps,
such as adding the device to the app, are described step
by step in the app.

KN Connect app
The free KN Connect app is available both in
the Apple App Store for iOS devices and on
Google Play for Android devices.

3.3 Useful Button Combinations

Pairing the first transmitter (A):
Hold SET 3 seconds (1st switching) > hold STOP (A)

Resetting to factory settings:
Hold SET 12 seconds (4th switching)

Pairing a further transmitter (B):
P2 short (A) > P2 short (A) > hold STOP (B)

Deleting a transmitter (B):
P2 short (A) > P2 short (A) > P2 short (B)
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