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Receiver Smart Sotto Lumo Programming and
Item no. 315275 Operating Instructionsfor continuous power applications

1 Wiring Diagram & Button Functions 1.3 Function of the SET Button

The SET button on the receiver can be used either to switch
it to learning mode or to carry out a factory reset. To do
this, hold down the SET button until the function LED shows
the desired response. The functions are briefly described
below:

SET button Function LED

3 seconds/ LED flashes rapidly:
Learning mode

10 seconds/ LED flashes slowly:
Factory resetPush-buttons

1 + 2
(optional)

Mains

1.4 Resetting to Factory Settings
Power
supply

The Smart Sotto Lumo flush-mounted actuator can easily
be reset to factory settings. To do this, press and hold the
SET button on the receiver for approx. 10 seconds. The
function LED first flashes rapidly and after about 10 seconds
starts to flash more slowly. Then release the SET button;
the receiver has been reset successfully.

Load

Fig. 1: Wiring diagram item no. 315275

1.1 Technical Data

Item name: 2 Control via KN Connect
Item number:
Dimensions: The Smart Sotto Lumo flush-mounted actuators can only

be controlled with the KN Connect app. The app can also
be used to set up scenes (group commands) and timers
(automatic switching times).

Max. switching capacity:
Power supply:
Operating temperature:

1.2 Mode of Operation Adding the receiver to the app is described step by step in
the app.

Loads for continuous power applications (e.g. lights)
can be connected to the Smart Sotto Lumo receiver. The
maximum switching capacity is 300W. When selecting
loads, please also note the sometimes high inrush current,
which accumulates especially when several loads are
connected.

KN Connect app
The free KN Connect app is available both in
the Apple App Store for iOS devices and on
Google Play for Android devices.

Important! Dimmable lamps cannot be connected!

Simple push-buttons can be connected as an additional
control point. A short press switches the load on or off.
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