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Programming and
Item no. 315286 Operating InstructionsFlush-mounted radio receiver, potential-free output

1 Button Functions of Hand-held Transmitter (Example) 1.3 Technical Data

Item name:
Item number:
Dimensions:

UP
Max. switching load:

STOP Radio frequency: 433.92MHz
Power supply:

DOWN Operating temperature:

1.4 Function of the SET Button
Fig. 1: Item 135200 (front) Fig. 2: Item 135200 (back)

Several settings can be made with the SET button on the
receiver. To carry out the respective action, release the SET
button immediately after the outputs switch on (1st/ 2nd/
3rd/ 4th time). The functions are briefly described below:

1.1 Wiring Diagram & Button Functions

SET button Function LED

3 seconds/ outputs switch on once:
Learning mode

6 seconds/ outputs switch on twice:
No function

Mains
9 seconds/ outputs switch on three times:
Reversing the direction of rotation

Power
supply 12 seconds/ outputs switch on four times:

Explanation of terminals C, D & U: Factory reset
Output C (COM) - switching potential input

Potential-free D (DOWN) - output 1 2 Pairing the First Hand-held Transmitter
U (UP) - output 2

To commission the radio receiver, a hand-held transmitter
must first be paired. Proceed as follows:

Fig. 3: Connecting the receiver

1.2 Guide to Initial Commissioning

For initial commissioning or after a factory reset, please
follow the recommended sequence:

Press and hold the SET button on the receiver
(approx. 3 seconds).

Pairing the first hand-held transmitter The receiver briefly switches both outputs on once to
confirm.

Reversing the direction of rotation (if necessary)

Within 5 seconds, press and hold the STOP
button of the hand-held transmitter to be paired.Pairing further hand-held transmitters (if necessary)

The receiver signals successful pairing by switching both
outputs on twice.Note: These operating instructions often refer to the two

outputs “switching on briefly”. The receiver briefly energises
outputs D and U one after the other (approx. one second).
Depending on the type of connected load, however, this
switching may not always be visible!

Note: We recommend assigning a separate transmitter or
channel to each receiver/drive! This allows the device to
be addressed individually in the event of service. If several
receivers/drives are on the same transmitter/channel,
all other devices may have to be disconnected from the
power supply.
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Programming and
Item no. 315286 Operating InstructionsFlush-mounted radio receiver, potential-free output

2.1 Reversing the Direction of Rotation
Briefly press P2 on the same transmitter again.

After the first hand-held transmitter has been paired,
the receiver initially assigns the direction of travel
automatically. To reverse it, press and hold the SET button
on the receiver for approx. 9 seconds. Meanwhile, the
receiver switches both outputs on three times. After the
third time, release the button and the direction of travel is
reversed.

The receiver briefly switches both outputs on once to
confirm.

Briefly press the P2 button of the
transmitter to be deleted.

2.2 Pairing Further Hand-held Transmitters The receiver signals successful deletion of the transmitter
by switching both outputs on twice.Up to 10 transmitters can be paired with each Funk Mercato

series receiver. If an eleventh transmitter is paired, the
receiver forgets the previous tenth transmitter. To pair
further hand-held transmitters, proceed as follows:

Deleting via the SET button on the receiver:

Press and hold the SET button on the receiver
(approx. 3 seconds).

Briefly press the P2 button of the already
paired transmitter. The receiver briefly switches both outputs on once to

confirm.

The receiver briefly switches both outputs on once to
confirm. Release the SET button, then press and hold the

STOP button of the transmitter to be deleted.

Briefly press the P2 button of the already paired
transmitter again. The receiver signals successful deletion by switching both

outputs on twice.

The receiver briefly switches both outputs on once to
confirm. Note: The last hand-held transmitter paired with a receiver

can only be deleted using the SET button on the receiver.

Press and hold the STOP button of the
transmitter to be paired.

3.1 Resetting to Factory Settings
The receiver signals successful pairing by switching both
outputs on twice. The Mercato Sotto - Liberta radio receiver can easily be

reset to factory settings. To do this, press and hold the SET
button on the receiver for approx. 12 seconds. The receiver
briefly switches the outputs on once each after 3, 6, 9 and
12 seconds. After the fourth time, release the button; the
receiver has then been reset successfully.

Note: Any paired transmitter can be used for steps 1 + 2.

2.3 Deleting a Transmitter

Paired transmitters can only be deleted individually from a
receiver. Proceed as follows:

Deleting via hand-held transmitter:

Briefly press the P2 button of a paired
transmitter that is not to be deleted.

The receiver briefly switches both outputs on once to
confirm.
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Programming and
Item no. 315286 Operating InstructionsFlush-mounted radio receiver, potential-free output

4.1 Changing the Operating Mode4 Operating Modes

To change the operating mode of the receiver, proceed as
follows:

To cover the widest possible range of applications, the
receiver has several operating modes. They differ in
the type of command output when controlled via the
hand-held transmitter. The functions are explained below: Press and hold the UP and DOWN buttons for

approx. 3 seconds.

The receiver briefly switches both outputs on once to
confirm.

Mode 1:
In mode 1, a short press of the UP or DOWN button
switches the associated output on for 360 seconds. The
next command (UP, STOP or DOWN) switches this output
off again.

Now briefly press the button of the
mode you want to select:

Mode 1: UP buttonMode 2:
In mode 2, the outputs switch in hold-to-run mode. The
associated output is switched for as long as one of the two
hand-held transmitter buttons (UP or DOWN) is held.

Mode 2: STOP button

Mode 3: DOWN button

Mode 4: P2 buttonMode 3:
In mode 3, a short press of the UP or DOWN button
switches the outputs on alternately for 360 seconds. A short
press of the STOP button interrupts pending commands
but does not trigger a new command.

The receiver signals a successful change by switching both
outputs on twice.

Example: tapping the UP button 4 times triggers the
following commands: UP -> STOP -> DOWN -> STOP

Mode 4:
In mode 4, a short press of the UP or DOWN button
switches the associated output on for 360 seconds. To
cancel a command early, briefly press the STOP button.
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