
 

www.kaiser-nienhaus.de

	 Tastor Centrum
	 317600

	 230 V AC
	 50Hz

	 5 A
	

	
	 500ms

	
	

	
	 IP20

 
 
 

	
		

	
		

	
		

	
		

	  
		

	
		

	  
		

 

 
 
 

 
 
 

 
 

 
 

1

2

3

4

5

6

7

 

 
 

Timer Tastor Centrum Installation and
Item no.: 317600 (Version 2) Operating Instructions
with astro function and integrated radio receiver

Before installation and commissioning, you must observe our current safety regulations and
general installation requirements. You can view and download them online at the following address:
https://www.kaiser-nienhaus.de/service/downloads/sicherheitshinweise.html

1.2 Function Description1 Technical Data

The Tastor Centrum is a switching device for individual roller
shutter and venetian blind drives. In addition to manual
operation, it offers the following functions for maximum user
convenience:

M button UP button

integrated timer with daily, weekly
& astro program

controllable via the “KN Connect” app using the
Smart-Stick USB gateway (Item no. 137550)

E button DOWN button individually adjustable switching time between
1 and 360 seconds

Fig. 1: Button Functions: Tastor Centrum
switchable blind function with jog mode

Item name: on a short button command (<1 second)
Item number:
Power supply: integrated radio receiver for transmitters and
Frequency: sensors of the Funk Mercato series
Max. switching capacity:
Power reserve: 2 hours switchable automatic summer/
Accuracy: <5 seconds / day winter time changeover
Changeover delay:
Motor running time: 1 - 360 seconds switchable holiday function (switching times
Temperature range: +5°C to +45°C are varied by ± 30 minutes)
Radio frequency: 433.925 MHz
Protection class acc. to VDE700: 1.3 Button Functions

1.1 Electrical Connection The Tastor Centrum is operated and set using the four
control buttons M, E, UP and DOWN. These are briefly
explained below:

UP & DOWN buttons:
In normal operation, the UP & DOWN buttons trigger
switching commands in the corresponding direction. A
command already in progress is stopped by briefly pressing
either button.

M button:
Press and hold the M button (3 or 6 seconds) to enter
the menus. Tapping the button again exits any menu
immediately without saving changed settings.

E button:
In normal operation, briefly press the E button to switch
between the operating modes. With automatic mode active,
press and hold the E button to (de)activate the random or
astro function without opening the menu. In the menu, the
button confirms your current selection.

Fig. 2: Wiring diagram Tastor Centrum

Important! The neutral conductor of the connected drive
must be connected to terminal “N” of the Tastor Centrum!
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Timer Tastor Centrum Installation and
Item no.: 317600 (Version 2) Operating Instructions
with astro function and integrated radio receiver

1.4 Operating Modes 2.1 Time & Date (Program 11 - DATE)

The Tastor Centrum has the following operating modes: To set the current time and date, proceed as follows:

Stored switching times are not executed
Stored switching times are executed Open the DATE menu as described in section 2

“Guide: Menu Navigation”.
Briefly press the E button to switch between the man and
auto operating modes. Set the current year with the UP and DOWN

buttons and briefly press the E button to switch to
the month.In auto mode, either the random function or the astro

function can also be activated.
Set the current month with the UP and DOWN
buttons and briefly press the E button to switch to
the day.

Press and hold the E button for 3 seconds to
(de)activate the random function.

Press and hold the E button for 6 seconds to
(de)activate the astro function

Set the current day with the UP and DOWN buttons
and briefly press the E button to switch to the hours.

2 Guide: Menu Navigation Set the hours with the UP and DOWN buttons
and briefly press the E button to switch to the
minutes.The Tastor Centrum has 2 separate menus for clearer

programming of the individual functions. Their structure is
briefly explained below: Set the minutes with the UP and DOWN buttons

and save the programming by pressing and holding
the E button until GOOD appears in the display.Program 11 (abbr.: PR11):

Time and date
Automatic times 2.2 Automatic Times (Program 11 - PRG)
Astro Function
auto. summer/ winter time changeover To store switching times in the Tastor Centrum, proceed as

follows:
Program 22 (abbr.: PR22):

Open the PRG menu as described in section 2
“Guide: Menu Navigation”.Pair radio hand-held transmitter

Delete radio hand-held transmitter
Blind function Use the UP and DOWN buttons to select one of the

three possible programs and confirm your selection
by briefly pressing the E button.

Motor running time

To open one of the menus and make changes, press and
hold the M button for either 3 seconds (Program 11) or 6
seconds (Program 22) until the corresponding abbreviation
appears in the display. Open the displayed menu by briefly
pressing the E button.

Daily program (Sunday flashes):
Different switching times for each day of the week

Weekly program (all days flash):
The same switching time for every day of the week

Block program (Monday to Friday flash):
Now use the UP and DOWN buttons to switch between the
function menus and again confirm your selection by briefly
pressing the E button.

Different switching times for MO-FR and SA-SU

Use the UP and DOWN buttons to set the hours
for the up command and briefly press the E
button to switch to the minutes.For the procedure in each function menu, please refer to the

following sections.
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Timer Tastor Centrum Installation and
Item no.: 317600 (Version 2) Operating Instructions
with astro function and integrated radio receiver

Use the UP and DOWN buttons to set the minutes
of the desired astro offset for the up command and
briefly press the E button to switch to the down
command.

Use the UP and DOWN buttons to set the minutes
for the up command and briefly press the E button
to switch to the hours for the down command.

Use the UP and DOWN buttons to select whether
the astro function is to be activated (=ON) or
deactivated (=OFF) for the down command. Briefly
press the E button to switch to the astro offset
setting for the down command.

Use the UP and DOWN buttons to set the hours
for the down command and briefly press the E
button to switch to the minutes.

Use the UP and DOWN buttons to set the
minutes for the down command.

Use the UP and DOWN buttons to set the hours of
the desired astro offset for the down command
(range: -2.5 to +2.5h) and briefly press the E
button to switch to the minutes.

Note: If you have selected the weekly program, all times
are now set. In this case, complete the programming as
described in point 7. With the daily/ block program
selected, now switch to the next day/ block by briefly
pressing the E button. In this case, proceed as described
in points 3-6 for the other days/ the other block. Use the UP and DOWN buttons to set the

minutes of the desired astro offset for the down
command.

To save the programming, press and hold the
E button until GOOD appears in the display. To save the settings, press and hold the E

button until GOOD appears in the display.

After the programming is saved, the Tastor Centrum
automatically returns to normal operation. Note: The AST menu only defines the parameters of the

astro function (on/off; astro offset if applicable). To actually
activate the astro function, the E button must also be held
for 6 seconds in auto mode until the astro symbol appears
in the display (see section 1.4 “Operating Modes”).

Note: To deactivate switching times permanently, --:-- can
also be selected during programming. You will find this
setting in the hour selection, between 23:00 and 00:00.

Important: Fixed switching times are ignored if the astro
function is active for the respective direction! They do not
act as blocking times for the astro function!

2.3 Astro Function (Program 11 - AST)

With the astro function activated, the switching times for up
and down automatically follow the daily sunrise and sunset
times. The actual switching command can also be shifted
by ± 150 minutes. To set up the astro function, proceed as
follows:

2.4 Notes on the Astro Function

To determine the astro time, an annual calendar is stored in
the program of this timer. This calendar contains switching
points based on the expected twilight values for each
individual day, since the time of twilight naturally varies
greatly over the year. Not everyone finds these calendar
twilight values suitable. A correction option in the form
of the astro offset has therefore been implemented (see
section 2.3 “Astro Function”). The set time value (max.
plus or minus 150 min.) delays or advances the stored
twilight switching point by this value. As the twilight value
also depends on the geographical position, Frankfurt/Main
was chosen as the basis, which roughly corresponds to the
German average.

Open the AST menu as described in section 2
“Guide: Menu Navigation”.

Use the UP and DOWN buttons to select whether
the astro function is to be activated (=ON) or
deactivated (=OFF) for the up command. Briefly
press the E button to switch to the astro offset
setting for the up command.

Use the UP and DOWN buttons to set the hours of
the desired astro offset for the up command
(range: -2.5 to +2.5h) and briefly press the E button
to switch to the minutes.
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Timer Tastor Centrum Installation and
Item no.: 317600 (Version 2) Operating Instructions
with astro function and integrated radio receiver

2.5 Automatic Time Change (Program 11 - DST) 3.1 Setting the Running Time (Program 22 - RUN)

The Tastor Centrum lets you activate/deactivate the
automatic summer/winter time change. Proceed as follows:

As an alternative to the virtual end positions, an individually
defined switching time (1-360 seconds) can also be set.
Proceed as follows:

Open the DST menu as described in section 2
“Guide: Menu Navigation”.

Note: If virtual end positions have already been learned, the
RUN menu shows “000” as the running time when opened.
If this value is overwritten with a different running time, the
virtual end positions are deleted.Use the UP and DOWN buttons to select whether

the automatic summer/ winter time changeover is
to be activated (=ON) or deactivated (=OFF). Open the RUN menu as described in section 2

“Guide: Menu Navigation”.

To save the setting, press and hold the E button
until GOOD appears in the display.

Use the UP and DOWN buttons to set the first digit
of the three-digit number of seconds and briefly
press the E button to switch to the next digit.

3 Learning & Deleting Virtual End Positions
Use the UP and DOWN buttons to set the second
digit and briefly press the E button to switch to the
next digit.

Important! This function does not replace end positions
integrated in the connected drive. The virtual end positions
can only be learned if the set running time (Program 22 -
RUN; factory setting: 120 sec.) is not shorter than a single
run at the time of the learning run. Various influences can
cause the virtual end positions to shift relative to the actual
end positions over time!

Use the UP and DOWN buttons to set the third
digit.

To save the setting, press and hold the E
button until GOOD appears in the display.

Learning virtual end positions: Important: The running time setting does not replace the
motor's internal end positions!To activate the learning mode for the virtual end positions,

the connected drive must already be set correctly. Also
make sure that the drive is in the lower end position. Now
press and hold the M and E buttons together until the
connected drive starts moving in the “up” direction. Then
release the buttons and wait until the drive stops after
moving up and down several times. The Tastor Centrum
confirms successful learning of the virtual end positions by
the connected drive jogging twice.

Deleting virtual end positions:
If the virtual end positions are to be changed, the old data
must first be deleted. To do this, press and hold the M
and E buttons together until the Tastor Centrum confirms
successful deletion by the connected drive jogging twice.
New virtual end positions can be stored at any time.
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Timer Tastor Centrum Installation and
Item no.: 317600 (Version 2) Operating Instructions
with astro function and integrated radio receiver

3.2 Pairing Radio Transmitters (Program 22 - LERN) 3.4 Blind Function (Program 22 - JOG)

Up to 10 transmitters (incl. one radio sensor) can be paired
with each Tastor Centrum. If an eleventh transmitter is
paired, the timer forgets the previous tenth transmitter. To
pair radio transmitters or a radio sensor, proceed as follows:

For venetian blinds or roller shutters with tiltable slats, the
Tastor Centrum has a blind function. With a short button
command, the connected drive only moves a short distance
to adjust the slats. With a longer command (>3 seconds),
the connected drive runs for the set running time or until it is
stopped by a manual command. To activate/deactivate the
blind function, proceed as follows:Pairing radio transmitters:

Open the LERN menu as described in section 2
“Guide: Menu Navigation”. Open the JOG menu as described in section 2

“Guide: Menu Navigation”.
As soon as LERN flashes in the display, press and
hold the STOP button of the hand-held transmitter
to be paired until GOOD appears in the display.

Use the UP and DOWN buttons to select whether
the blind function is to be activated (=ON) or
deactivated (=OFF).

Pairing a radio sensor: To save the setting, press and hold the E button
until GOOD appears in the display.

Note: Only one radio sensor can be paired with a Tastor
Centrum at a time! Note: With electronically adjustable drives, the blind

function may not work as desired, as these drives have an
internal switch-on delay. This often prevents the very short
commands of jog mode from being executed properly.

Open the LERN menu as described in section 2
“Guide: Menu Navigation”.

As soon as LERN flashes in the display, press
and hold the P2 button of the radio sensor to
be paired until GOOD appears in the display.

4 Radio and App Control

The Tastor Centrum is equipped with a radio receiver
and can be controlled with any hand-held transmitter of
the Mercato Funk radio system. The Tastor Centrum also
communicates with the Solonto 2 radio sun sensor (item
315355) or the Solvento radio sun/ wind sensors (item no.
314660 & 314670).

3.3 Deleting Radio Transmitters (Program 22 - DEL)

If paired hand-held transmitters or sensors are to be deleted
from the Tastor Centrum, only all connections can be
deleted at once. Proceed as follows:

The Tastor Centrum can also be controlled with the KN
Connect app. For this, however, a Smart-Stick (item no.
137550) or a Smart-Box (item no. 137670) must be used
and connected to the desired home network. All further
steps, such as adding the device to the app, are described
step by step in the app.

Open the DEL menu as described in section 2
“Guide: Menu Navigation”.

As soon as DEL flashes in the display, press and
hold the E button until GOOD appears in the
display.

New or previous transmitters and sensors can then be
paired again (see section 3.3 “Pairing Radio Transmitters”).
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