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Tastor Konsum, shutter timer
with daily program and switchable Installation and

random function, Item 320000 Operating Instructions

General Notes
The shutter control is designed exclusively for controlling
230V drives in roller shutter and sun protection systems.
Operating the shutter control

Operating the Shutter Control

UP button UP travel command (2.5 min.) or STOP when motor
is running

requires end positions to be set on the connected drive. DOWN button DOWN travel command (2.5 min.) or STOP when
motor is runningThe shutter control fits almost all brand-name switch

ranges. The required standard intermediate
Mode button <2 sec. Changing the operating mode (Auto / Manual / Random)frames can be ordered as an option.

or STOP when motor is running

Mode button >2 sec. Activates programming mode or STOP when
motor is running

Reset, device is reset to factory settings
(UP 7:00, DOWN 21:00, time 12:00)Reset button 2 sec.

(under cover)
-------------- UP button

Shutter Control Operating Modes
-------------- Mode button

Pressing the Mode button cycles through the possible operating
modes.
There are 3 operating modes to choose from:-------------- DOWN button

= Automatic (daily program)
= Manual control (manual mode)
= Random = Automatic + random time of 1 to 31 minutes

---------------------- Reset button under
cover

In “AUTO” mode, the roller shutter is opened or closed automatically at the
programmed switching times.
In every operating mode, the drive can be moved and stopped immediately
using the UP and DOWN buttons.

Safety Instructions
• Note that the Tastor Konsum shutter control

requires an operating voltage of
In “Random” mode, the programmed switching times are delayed230 V, 50 Hz. The control may only be installed
randomly by 1 to 31 minutes.by a qualified electrical contractor.

• If work is carried out on the windows or roller shutters
controlled by the shutter control, the operating Programming the Shutter Control
voltage must first be switched off.

The time (hour display) flashes and the symbolPress Mode button
>2 sec. is displayed.• The control is intended only for proper use

(as described in the operating instructions). No
changes or modifications may be made, otherwise any
warranty claim will be void.

Use UP or DOWN Holding the UP or DOWN button down
to set the time speeds up the time display. The Mode

button switches from hours to minutes.

Press Mode Current progr. UP time, “P” and UP arrow are• Check the control for damage immediately after
briefly displayed.unpacking. If there is any transport

damage, notify the supplier Use UP or DOWN Holding the UP or DOWN button down
immediately. to set the UP speeds up the time display. The Mode button

time switches from hours to minutes setting.Do not put the control into operation if it is
damaged! Press Mode Current progr. DOWN time, “P” and DOWN arrow are
• If it can be assumed that safe operation briefly displayed.

of the control cannot be guaranteed, it
Use UP or DOWN Holding the UP or DOWN button downmust be taken out of operation immediately and
to set the DOWN speeds up the time display. The Mode buttonsecured against unintended operation.
time switches from hours to minutes setting.

Press Mode Programming mode is exited. The time and
briefly selected operating mode are displayed.

Wiring diagram
Technical Data
Operating voltage:
Power consumption:
Output (Up/Down): 230 V, 50 Hz (not potential-free)
Switching capacity: 250 V, 50 Hz, 5A, cos φ = 1

2.5 minutes
IP20
II

Switching time:
Protection type:
Protection class:
Ambient temperature: -5 … +45 °C
Changeover delay: min. 0.5 seconds

Video instructions:Power reserve: 2 minutes
Conformity:

Subject to technical changes!
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