
  
 

www.kaiser-nienhaus.dewww.kaiser-nienhaus.de

 
Einbau- und
Bedienungsanleitung 

Einbau- und
Bedienungsanleitung 

Tastor Mercato; Art. 320050
Rollladentimer mit Tagesprogramm und
zuschaltbarer Zufallsfunktion 

Revisionsdatum 05/2015 Revisionsdatum 05/2015

Tastor Mercato; Art. 320050
Rollladentimer mit Tagesprogramm und
zuschaltbarer Zufallsfunktion 

Tastor Mercato, Rollladentimer mit mit Tagesprogramm und 
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Sicherheitshinweise                                                                                                                             
Lassen Sie die Elektroarbeiten nur von einem autorisierten Fachmann ausführen. Verwenden Sie für
den Einbau der Zeitschaltuhr eine tiefe Schalterdose. Achten Sie darauf, dass die Kabel das Einrasten
des Gerätes nicht beeinträchtigen. Um Überspannungen und damit eine Fehlfunktion der
Zeitschaltuhr zu verhindern, darf die Bedientastatur der Zeitschaltuhr ausschließlich im
Spannungsfreien Zustand entnommen und aufgesteckt werden! Dazu muss die Stromversorgung des
betreffenden Stromkreises durch Abschalten der Sicherung unterbrochen werden.

Technische Daten Art.-Nr. 941.DCZ2.00
Versorgungsspannung 230V / 50Hz
Schaltspannung 250 V AC
Schaltkontaktbelastung 3 A (cos phi=1)
Temperaturbereich +5°C bis +45°C
Verfahrzeit 2,5 Minuten (maximal)
Umschaltverzögerung mind. 0,5 Sekunden
Ganggenauigkeit < 5 Sekunden /Tag
Gangreserve ca. 0,5 Minuten 
Schutzgrad IP 20
Schutzklasse II
Konformität CE
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den Einbau der Zeitschaltuhr eine tiefe Schalterdose. Achten Sie darauf, dass die Kabel das Einrasten
des Gerätes nicht beeinträchtigen. Um Überspannungen und damit eine Fehlfunktion der
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Lassen Sie die Elektroarbeiten nur von einem autorisierten Fachmann ausführen. Verwenden Sie für
den Einbau der Zeitschaltuhr eine tiefe Schalterdose. Achten Sie darauf, dass die Kabel das Einrasten
des Gerätes nicht beeinträchtigen. Um Überspannungen und damit eine Fehlfunktion der
Zeitschaltuhr zu verhindern, darf die Bedientastatur der Zeitschaltuhr ausschließlich im
Spannungsfreien Zustand entnommen und aufgesteckt werden! Dazu muss die Stromversorgung des
betreffenden Stromkreises durch Abschalten der Sicherung unterbrochen werden.
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Einbau der Zeitschaltuhr eine tiefe 
Schalterdose. Achten Sie darauf, 
dass die Kabel das Einrasten des 
Gerätes nicht beeinträchtigen. Um 
Überspannungen und damit eine 
Fehlfunktion der Zeitschaltuhr zu 
verhindern, darf die Bedientastatur 
der Zeitschaltuhr ausschließlich 
im Spannungsfreien Zustand ent-
nommen und aufgesteckt werden! 
Dazu muss die Stromversorgung 
des betreffenden Stromkreises 
durch Abschalten der Sicherung 
unterbrochen werden.

Versorgungsspannung: 230V / 50Hz
Schaltspannung: 250V AC
Schaltkontaktbelastung: 3A (cos phi=1)
Temperaturbereich: +5°C bis +45°C
Verfahrzeit: 2,5 Minuten
Umschaltverzögerung: mind. 0,5 Sekunden
Ganggenauigkeit: <5 Sekunden / Tag
Gangreserve: ca. 0,5 Minuten
Schutzgrad: IP20
Schutzklasse II
Konformität: CE

Sicherheithinweise Anschlussskizze

Technische Daten

Abb1. Anschlussskizze Art.320050

Abb.1: Art. 320050

KAISER NIENHAUS Komfort & Technik GmbH liefert ausschließlich über den Fachhandel.

KAISER NIENHAUS Komfort & Technik GmbH
Münsterstraße 30b     46397 Bocholt
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KAISER NIENHAUS Komfort & Technik GmbH
Daimlerstraße 1     46414 Rhede

     Fax 02872-9183069
www.kaiser-nienhaus.de     e-mail info@kaiser-nienhaus.de

Tastor Mercato; Item 320050 Installation and
Shutter timer with daily program and Operating Instructions
switchable random function

Technical Data

Supply voltage:
Switching voltage:
Switching contact load:
Temperature range: +5°C to +45°C
Travel time: 2.5 minutes
Changeover delay: min. 0.5 seconds
Accuracy: <5 seconds / day
Power reserve: approx. 0.5 minutes
Degree of protection:
Protection class
Conformity:Fig. 1: Item 320050

Wiring diagramSafety Instructions

The electrical mains connection
may only be made by a qualified
electrician according to the
wiring diagrams shown in these
operating instructions. Use a
deep switch box to install the
timer. Make sure that the cables
do not prevent the device
from snapping into place. To
prevent overvoltages and thus
malfunctions of the timer, the
timer keypad may only be
removed and attached when
the device is de-energised!
To do this, the power supply of
the circuit concerned must be
interrupted by switching off the
fuse.
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Phone 02872-9183040

Fig. 1: Wiring diagram item 320050KAISER NIENHAUS Komfort & Technik GmbH supplies exclusively through specialist dealers.
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Tastor Mercato; Item 320050 Installation and Tastor Mercato; Item 320050 Installation and
Shutter timer with daily program and Shutter timer with daily program andOperating Instructions Operating Instructions
switchable random function switchable random function

Operating the Timer Programming the Timer

DOWN button < 1 sec. Jog mode or STOP when motor is running Press     (UP) + (DOWN) approx. 3 sec.1. Activate
simultaneouslyprogramming modeDOWN button > 1 sec. DOWN travel command

Setting the hours Press          (UP) to set hours2. ProgramDOWN button > 6 sec. DOWN command + saves DOWN time
the time

UP button < 1 sec. Jog mode or STOP when motor is running Press          (DOWN) to confirm

UP button > 1 sec. UP travel command Setting the minutes Press          (UP) to set minutes
UP button > 6 sec. UP command + saves UP time

Press          (DOWN) to confirm
Press UP + DOWN buttons simultaneously < 1 sec. Switch mode

Setting the hours Press          (UP) to set hours3. Automatic
Press UP + DOWN buttons simultaneously > 1 sec. and < 3 sec. Activates programming mode opening

Press          (DOWN) to confirm(setting travel times/ S/D sensor) the time

Press UP + DOWN buttons simultaneously > 6 sec. Device reset (reset to factory settings) Setting the minutes Press          (UP) to set minutes

Press          (DOWN) to confirmJog mode
Briefly tapping the direction buttons (up to 1 sec.) tilts the blind slats. Automatic mode remains active. Setting the hours Press          (UP) to set hours4. Automatic

closing
Press          (DOWN) to confirmthe time

Quick programming
Setting the minutes Press          (UP) to set minutesIf the UP or DOWN button is held down for longer than 6 sec., the roller shutter moves in that direction and

the current time is saved as the automatic UP or DOWN time (memory function). Press          (DOWN) to confirm

by pressing the                   (UP) button5. ModeOperating modes the following modes can be set:

Operating modes Factory setting
= manual operation

Manual control Daily program UP 07:00h; DOWN 21:00h
= set openingAutomatic (daily program) Time or closing time

Automatic + random generator Operating mode
= random generator
(+/- 15 min. from set
opening or closing
times)

Pressing the UP and DOWN buttons simultaneously sets the mode to manual control. Pressing them
again restores the original mode. When automatic mode is activated, the roller shutter is automatically
raised or lowered at the preprogrammed switching times. When the random generator is activated,
the preprogrammed UP and DOWN times shift randomly by +/- 15 min. In every mode, the roller shutter
position can be changed manually with the UP and DOWN buttons.

6. Exit Press          (DOWN) to confirm
programming
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