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Tastor Konsum SD, shutter timer with daily
Installation andand weekly program, sun/twilight
Operating Instructionssensor connection and random function,

Item no.: 320500

General Notes
The shutter control is designed exclusively for controlling
230V drives in roller shutter and sun protection systems.
Operating the shutter control

Operating the Shutter Control

UP button UP travel command (2.5 min.) or STOP when motor
is running

requires end positions to be set on the connected drive. DOWN button DOWN travel command (2.5 min.) or STOP when
motor is runningThe shutter control fits almost all brand-name switch

ranges. The required standard intermediate
Mode button <2 sec. Changing the operating mode (Auto / Manual / Random)frames can be ordered as an option.

or STOP when motor is running

Mode button >2 sec. Activates programming mode or STOP when
motor running – programming function cancelled

Reset, device is reset to factory settings
(UP 7:00, DOWN 21:00, time 12:00)Reset button 2 sec.

(under cover)
-------------- UP button

-------------- Mode button
Shutter Control Operating Modes

Pressing the Mode button cycles through the possible operating
modes.

--------------- DOWN button

There are 3 operating modes to choose from:--------------------- Reset button under
cover = Automatic (daily program)

= Manual control (manual mode)

= Random = Automatic + random time of 1 to 31 minutes
Safety Instructions
• Note that the Tastor Konsum SD shutter control

In “AUTO” mode, the roller shutter is opened or closed automatically at the
programmed switching times.
In every operating mode, the drive can be moved and stopped immediately
using the UP and DOWN buttons.

requires an operating voltage of 230 V, 50 Hz. The
control may only be installed by a qualified electrical
contractor.

In operating mode the sun and twilight functions as well as the• If work is carried out on the windows or roller shutters
automatic travel times are deactivated.controlled by the shutter control, the operating

voltage must first be In every operating mode, the drive can be moved and stopped
switched off. immediately with the UP and DOWN buttons.

• The control is intended only for proper use In “Random” mode, the programmed switching times are delayed
(as described in the operating instructions). randomly by 1 to 31 minutes.
No changes or modifications may be made, otherwise
any warranty claim will be void.

Sun function
(only with sun/twilight sensor fitted)• Check the control for damage immediately after

unpacking. If there is transport damage, notify the
supplier immediately. When the set sun threshold is reached, the timer starts lowering the roller shutter

once the sun response delay (1.5 min.) has elapsed. After the response delay, the
roller shutter moves down to the height of the

Do not put the control into operation if it is sensor and then back up a little.
damaged! The sun threshold can be set individually in 9 steps

and switched off via the menu if required• If it can be assumed that safe operation
(OFF).of the control cannot be guaranteed, it
If the light stays below the set sun threshold for 15 minutes, themust be taken out of operation immediately and
roller shutter moves up.secured against unintended operation.

Twilight function (only with sun/twilight sensor
fitted)

The roller shutter moves down automatically as soon as the light has stayed below
the individually adjustable twilight threshold for 15 minutes. The value can be set
individually in 9 steps and switched off via the menu if required (OFF). To prevent
premature closing, the twilight function is only active from 16:00. Remark: If the
programmed DOWN time is before twilight, the shutter already moves down at
the programmed time. To prevent the programmed DOWN time and the twilight
closing from overlapping over the course of the year, we recommend setting the
DOWN time to 23:00. This ensures that the roller shutter always moves down at
twilight.

Response and reset times
Response delay twilight = 15 min.
Response delay sun = 1.5 min.
Reset delay sun = 15 min.

Wiring diagram

Mains 230 V ~
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Tastor Konsum SD, shutter timer with daily
Installation andand weekly program, sun/twilight
Operating Instructionssensor connection and random function,

Item no.: 320500

Programming the Shutter Control

- Symbol flashes.Press Mode button
>2 sec.

= Set time

Use the = Set sun/twilight values
UP or DOWN buttons to (this function is only available with a
select the connected sun sensor and in
function AUTO mode and )

= Programming the travel times

Press the Mode You are now in the selected function.
button to confirm

= Set time

The day of the week flashes (after a new setting
or reset, the factory setting is 1 = Monday).

Use UP or DOWN The selected day of the week flashes.
to set the day 1 = Monday; 2 = Tuesday; 3 = Wednesday; etc.
of the week

Press the Mode The time flashes (after new setup or reset,
button to confirm the factory setting is 12:00).

Use UP or DOWN Holding the UP or DOWN button down
to set the time speeds up the time display. The Mode

button switches from hours to minutes.

Press Mode The programming menu is exited.
briefly

= Set sun/twilight values

The sun symbol is displayed and the value to be set
flashes (after a new setting or reset, the factory
setting is 4 = middle position).

Possible values: 1 to 9 and OFFUse UP or DOWN
1 = reacts even to little sunto set the sun
9 = reacts only to strong sunvalues
OFF = sun function switched off

The moon symbol is displayed and thePress Mode
value to be set flashes (after a new setting or reset,
the factory setting is 4 = middle position).

briefly

Use UP or DOWN Possible values: 1 to 9 and OFF
to set the 1 = reacts only at deep twilight
twilight values 9 = reacts even at slight twilight

OFF = twilight function switched off

Press Mode The programming menu is exited.
briefly

= Programming the travel times
Select programming type: same daily / block-wise / each day individually

and ❶❷❸❹❺❻❼ are displayed.

= Same daily (the progr. times are
Use UP or DOWN the same for all days of the week).
to select the ����� & �� = Block-wise (Mon to Fri is
programming
type

programmed first, then Sat, Sun).

❶ & ❷❸❹❺❻❼ = each day is programmed individually,
starting with Mon.

Press the Mode You are now in the selected programming
button to confirm type.

For programming types see next page
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Tastor Konsum SD, shutter timer with daily
Installation andand weekly program, sun/twilight
Operating Instructionssensor connection and random function,

Item no.: 320500

Programming Types Programming the Travel Times

❶❷❸❹❺❻❼ = Same daily

Current progr. UP time, “P”, UP arrow and
❶❷❸❹❺❻❼ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set the UP speeds up the time display. The Mode button
time switches from hours to minutes setting.

Press Mode Current progr. DOWN time, “P”, DOWN arrow and
briefly ❶❷❸❹❺❻❼ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set the DOWN speeds up the time display. The Mode button
time switches from hours to minutes setting.

Press Mode Programming mode is exited. The time and
briefly selected operating mode are displayed.

❶❷❸❹❺ & ❻❼ = Block-wise

Current progr. UP time, “P”, UP arrow and
❶❷❸❹❺ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set UP time speeds up the time display. The Mode button
Mon to Fri switches from hours to minutes setting.

Press Mode Current progr. DOWN time, “P”, DOWN arrow and
briefly ❶❷❸❹❺ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set DOWN time speeds up the time display. The Mode button
Mon to Fri switches from hours to minutes setting.

Press Mode Current progr. UP time, “P”, UP arrow and
briefly ❻❼ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set UP time speeds up the time display. The Mode button
Sat to Sun switches from hours to minutes setting.

Press Mode Current progr. DOWN time, “P”, DOWN arrow and
briefly ❻❼ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set DOWN time speeds up the time display. The Mode button
Sat to Sun switches from hours to minutes setting.

Press Mode Programming mode is exited. The time and
briefly selected operating mode are displayed.

❶ & ❷❸❹❺❻❼ = Each day individually

Current progr. UP time, “P”, UP arrow and
❶ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set UP time speeds up the time display. The Mode button
Mon switches from hours to minutes setting.

Press Mode Current progr. DOWN time, “P”, DOWN arrow and
briefly ❶ are displayed.

Use UP or DOWN Holding the UP or DOWN button down
to set DOWN time speeds up the time display. The Mode button
Mon switches from hours to minutes setting.

Press Mode Current progr. UP time, “P”, UP arrow and
briefly ❷ are displayed. Set the remaining days of the

week as described above

After entering or confirming the DOWN time for ❼
Press Mode Programming mode is exited. The time and
briefly selected operating mode are displayed.

Note: If the Mode button is pressed for >2 seconds during programming, programming mode is exited.
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Sonnensensoranschluss 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
           -- Leitungsmarkierung 
            rechts anschließen 
 
 
 
Sonderfunktionen 
Sollten Sie keine Auf- oder Abfahrzeit wünschen, de-
aktivieren Sie die Auf- bzw. Abfahrzeit indem Sie die 
entsprechende Stundeneinstellung in der Pro-
grammierung der Fahrzeiten, so lange verstellen, bis im 
Display die Anzeige  - - : - -  erscheint. Die Deaktivierung 
liegt zwischen 23 Uhr und 00 Uhr. 
 
 
Garantiebedingungen 
Jolly motor gmbh deutschland gewährt 24 Monate 
Garantie für Neugeräte, die entsprechend der Montage-
anleitung montiert wurden. Die Garantie erstreckt sich auf 
alle Konstruktions-, Material- und Fabrikationsfehler. 
Nicht unter die Garantie fallen Fehler und Mängel,          
die auf : 
 
 fehlerhaften Einbau oder fehlerhafte lnstallation, 
 Nichtbeachtung der Montage- und 

Bedienungsanleitung, 
 unsachgemäße Bedienung und Beanspruchung, 
 äußere Einwirkung wie Stöße, Schläge oder 

Witterung, 
 Reparaturen und Änderungen von nicht 

autorisierten Stellen, 
 Verwendung ungeeigneter Zubehörteile, 
 
zurückzuführen sind. 
 
Jolly motor gmbh deutschland beseitigt Mängel am 
Produkt, die innerhalb der Garantiezeit auftreten, 
kostenlos. Dies erfolgt durch Reparatur oder durch 
Austausch des Gerätes. 
Durch die Ersatzlieferung aus Garantiegründen tritt keine 
Verlängerung der ursprünglichen Garantiezeit ein. Es 
werden keine Ein- und Ausbaukosten übernommen. 
 
 

 
    230 V, 50 Hz +/- 10% 

     
     230 V, 50 Hz  

             
       250 V, 50 Hz, 5A, cos φ = 1 

          
        IP20 

      II 
  -5 …+45 °C 

    
        

        CE, RoHS 

 
Technische Änderungen vorbehalten ! 
 
 
 
 

 
Zubehör 
 
Sonnensensoren 

Bezeichnung / Ausführung Art.-Nr. 

Sonnensensor SD 2m 4107030020 

Sonnensensor SD 3m 4107030030 

Sonnensensor SD 5m 4107030050 
 
 
Aufputzgehäuse 

Bezeichnung / Ausführung Art.-Nr. 

Aufputzgehäuse, weiß  4107030200 
 
 
Trennrelais 

Ausführung Art.-Nr. 

Motor-Steuerrelais 2 UP 4107060010 

Motor-Steuerrelais 2 AP 4107060020 

Motor-Steuerrelais 2 Hutschiene 4107060030 

Trennrelais 1 AP 230V / Potentialfrei 4107060040 
 
 
Zwischenrahmen 

Hersteller / Schalterprogramm / Farbe Art.-Nr. 

Busch-Jaeger, Reflex SI, alpinweiß 6001400570 

Gira, System 55, reinweiß 6001400580 

Merten, System M, polarweiß 6001400590 

Berker, Modul 2, alpinweiß 6001400600 

Berker, B.1 / B.3, anthrazit 6001400610 

Jung, Topline, alpinweiß 6101400120 

Jung, CD 500, alpinweiß 6001400120 
 
Weitere DIN-Zwischenrahmen sind für gängige Schalterprogramme über den 
Elektrofach- bzw. Elektrogroßhandel zu beziehen. 
 
 
Notizen 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
 
 
_________________________________________________________________ 
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Garantiebedingungen 
Jolly motor gmbh deutschland gewährt 24 Monate 
Garantie für Neugeräte, die entsprechend der Montage-
anleitung montiert wurden. Die Garantie erstreckt sich auf 
alle Konstruktions-, Material- und Fabrikationsfehler. 
Nicht unter die Garantie fallen Fehler und Mängel,          
die auf : 
 
 fehlerhaften Einbau oder fehlerhafte lnstallation, 
 Nichtbeachtung der Montage- und 

Bedienungsanleitung, 
 unsachgemäße Bedienung und Beanspruchung, 
 äußere Einwirkung wie Stöße, Schläge oder 

Witterung, 
 Reparaturen und Änderungen von nicht 

autorisierten Stellen, 
 Verwendung ungeeigneter Zubehörteile, 
 
zurückzuführen sind. 
 
Jolly motor gmbh deutschland beseitigt Mängel am 
Produkt, die innerhalb der Garantiezeit auftreten, 
kostenlos. Dies erfolgt durch Reparatur oder durch 
Austausch des Gerätes. 
Durch die Ersatzlieferung aus Garantiegründen tritt keine 
Verlängerung der ursprünglichen Garantiezeit ein. Es 
werden keine Ein- und Ausbaukosten übernommen. 
 
 
Technische Daten 
Betriebsspannung :    230 V, 50 Hz +/- 10% 
Leistungsaufnahme :    ca. 2W 
Ausgang (Auf/Ab) :     230 V, 50 Hz  
            (nicht potentialfrei) 
Schaltleistung :       250 V, 50 Hz, 5A, cos φ = 1 
Schaltzeit :         2,5 Minuten 
Schutzart :        IP20 
Schutzklasse :      II 
Umgebungstemperatur :  -5 …+45 °C 
Umschaltverzögerung :   mind. 0,5 Sekunden 
Gangreserve :       mind. 18 Stunden 
Konformität :        CE, RoHS 

 
Technische Änderungen vorbehalten ! 
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Tastor Konsum SD, shutter timer with daily
Installation andand weekly program, sun/twilight
Operating Instructionssensor connection and random function,

Item no.: 320500

Sun sensor connection Technical Data

Operating voltage:
Power consumption: approx. 2W
Output (Up/Down):

(not potential-free)
Switching capacity:
Switching time: 2.5 minutes
Protection type:
Protection class:
Ambient temperature:
Changeover delay: min. 0.5 seconds
Power reserve: min. 18 hours
Conformity:

-- Connect cable
marking on the
right

Special functions
If you do not want an UP or DOWN time, deactivate
it by changing the corresponding hour setting when
programming the travel times until the display shows - - : -
-. The deactivation point lies between 23:00 and 00:00.

Notes/Sketches


