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General Notes
The shutter control is designed exclusively for the

Operating the Shutter Controlcontrol of 230V drives in roller shutter and sun
protection systems. Operating the shutter control requires
end positions to be set on the connected drive. The
shutter control fits into

UP travel command (2.5 min.) or STOP when motor
is running

UP button

almost all brand-name switch ranges. The required DOWN travel command (2.5 min.) or STOP when
motor is running

DOWN button
standard intermediate frames can be ordered as an
option.

Changing the operating mode (Auto / Manual / Random)Mode button < 2 sec.
or STOP when motor is running

Activates programming mode or STOP whenMode button > 2 sec.
motor running – programming function cancelled

Reset, device is reset to factory settings
(UP 7:00, DOWN Astro, time 12:00)Reset button 2 sec.

(under cover)
-------------- UP button

-------------- Mode button

--------------- DOWN button Shutter Control Operating Modes

Pressing the Mode button cycles through the possible operating modes--------------------- Reset button under
one after the other.cover
There are 3 operating modes to choose from:

= Automatic (daily program)

= Manual control (manual mode)

= Random = Automatic + random delay of 1–31 min.
Safety Instructions
• Note that the Tastor Konsum SD-Astro shutter control

requires an operating voltage of 230 V, 50 Hz. The
control may only be installed by a qualified electrical
contractor.

In “AUTO” mode, the roller shutter is opened or closed automatically at the
programmed switching times.
In every operating mode, the drive can be moved and stopped immediately
using the UP and DOWN buttons.

• If work is carried out on the windows or roller shutters
the sun and twilight functions as well as theIn operating modecontrolled by the shutter control, the operating

automatic travel times are deactivated.voltage must first be switched off.
In every operating mode, the drive can be moved and stopped
immediately using the UP and DOWN buttons.• The control is intended only for proper use

(as described in the operating instructions). No changes
or modifications may be made, otherwise any warranty
claim will be void.

In “Random” mode, the programmed switching times are delayed randomly
by 1 to 31 minutes.

Sun function• Immediately after unpacking, check the control for
damage. If there is any transport damage, (only with sun/twilight sensor fitted)
notify the supplier immediately.

When the set sun threshold is reached, the timer starts lowering the roller shutter
after the sun response delay (1.5 min.) has elapsed. The

Do not put the control into operation if it is roller shutter then moves down to the level of the sensor and then back
damaged! up a little.

The sun threshold can be set individually in 9 steps and• If it can be assumed that safe operation
can also be switched off via the menu if required (OFF).of the control cannot be guaranteed, it

must be taken out of operation immediately and
If the light stays below the set sun threshold for 15 minutes, the roller shutter
moves up.

secured against unintended operation.

Twilight Function
(only with sun/twilight sensor fitted)

The roller shutter moves down automatically as soon as the light has stayed below
the individually adjustable twilight threshold for 15 minutes. The value can be set
individually in 9 steps and switched off via the menu if required (OFF). To prevent
premature closing, the twilight function is only active from 16:00. Remark: If the
programmed DOWN time / astro time is before twilight, the shutter already moves
down at the programmed time / astro time. To prevent the programmed DOWN
time and the twilight closing from overlapping over the course of the year, we
recommend setting the DOWN time to 23:00. This ensures that the roller shutter
always moves down at twilight.

Response and Reset Times
Response delay twilight = 15 min.
Response delay sun = 1.5 min.
Reset delay sun = 15 min.

Version: 10/09

Wiring diagram

Mains 230 V ~
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Programming the Shutter Control

Press Mode button - Symbol flashes.
> 2 sec.

= Set time

Use the UP or = Set sun/twilight values
DOWN buttons to (this function is only available with a
select the connected sun sensor and in
function AUTO mode and available)

= Programming the travel times

Confirm with the You are now in the selected function.
Mode button

= Set date / time

Display: YE 10, the year flashes (after new setup or
reset, the factory setting is 10 = 2010).

Use UP or DOWN The selected year flashes.
to set the current 10 = 2010; 11 = 2011; 12 = 2012; etc.
year.

Confirm with the Display: Mo 12, the month flashes (after
Mode button new setup or reset, the factory setting is 12 =

December).

Use UP or DOWN The selected month flashes.
to set the month. 01 = January; 02 = February; 03 = March; etc.

Confirm with the Display: dA 31, the day flashes (after new setup
Mode button or reset, the factory setting is 31 = 31st day).

Use UP or DOWN The selected day flashes.
to set the day. 01 = 1st day; 02 = 2nd day; 03 = 3rd day; etc.

Confirm with the The time flashes (after new setup or reset,
Mode button the factory setting is 12:00).

Use UP or DOWN Holding the UP or DOWN button down
to set the time. speeds up the time display. The Mode

button switches from hours to minutes.

Press Mode The programming menu is exited.
briefly

= Set sun/twilight values

The sun symbol is displayed and the value to be set
flashes (after new setup or reset, the factory setting
is 4 = middle position).

Possible values: 1 to 9 and OFFUse UP or DOWN
1 = reacts even to little sunto set the sun
9 = reacts only to strong sunvalues.
OFF = sun function switched off

The moon symbol is displayed and thePress Mode
value to be set flashes (after new setup or reset, the
factory setting is 4 = middle position).

briefly

Use UP or DOWN Possible values: 1 to 9 and OFF
to set the 1 = reacts only at deep twilight
twilight values 9 = reacts even at slight twilight

OFF = twilight function switched off

Press Mode The programming menu is exited.
briefly
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Select programming type: same daily / block-wise / each day individually

and ❶❷❸❹❺❻❼ are displayed.

= All days alike (the progr. times are
Use UP or DOWN the same for all days of the week).
to select the ❶❷❸❹❺ & ❻❼ = Block (the travel times are programmed first for Mo to
desired Fr and then for Sa, Su).
programming type

❶ & ❷❸❹❺❻❼ = each day is programmed individually,
starting with Mon.

Confirm with the You are now in the selected programming
Mode button type.

Programming Types
❶❷❸❹❺❻❼ = All days alike

P ◷ ▲ or
❶❷❸❹❺❻❼ are displayed.

Use UP or DOWN to
select prog. time P ◷ ▲ = programmable time for UP command
or astro time for P ▲ = astro time for UP command
“UP”

Confirm with the
Mode button

Current progr. UP time or astro time flashes. Set it, or
adjust the astro time, with the UP or DOWN button.
Confirm with the Mode button.

P ◷ ▼ or
❶❷❸❹❺❻❼ are displayed.

Use UP or DOWN to
select prog. time P ◷ ▼ = programmable time for DOWN command
or astro time for P ▼ = astro time for DOWN command
“DOWN”

Confirm with the
Mode button

Current progr. DOWN time or astro time flashes. Set it,
or adjust the astro time, with the UP or DOWN button.
Confirm with the Mode button.

Press Mode
briefly

Programming mode is exited. The time and the
selected operating mode are displayed.

❶❷❸❹❺ & ❻❼ = Block

P ◷ ▲ or
❶❷❸❹❺ are displayed.

Use UP or DOWN to
select prog. time P ◷ ▲ = programmable time for UP command, Mo-Fr
or astro time for P ▲ = astro time for UP command, Mo-Fr
“UP”

Confirm with the
Mode button

Current progr. UP time or astro time flashes. Set it, or
adjust the astro time, with the UP or DOWN button.
Confirm with the Mode button.

P ◷ ▼ or
❶❷❸❹❺ are displayed.

Use UP or DOWN to
select prog. time P ◷ ▼ = programmable time for DOWN command, Mo-Fr
or astro time for P ▼ = astro time for DOWN command, Mo-Fr
“DOWN”

Confirm with the
Mode button

Current progr. DOWN time or astro time flashes. Set it,
or adjust the astro time, with the UP or DOWN button.
Confirm with the Mode button.

Repeat the block programming steps for ❻❼ (Sa,
Su).

Press Mode
briefly

Programming mode is exited. The time and the
selected operating mode are displayed.
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• Die Astrokorrekturzeit beträgt +/- 2 Stunden. 

 
• Eine Kontrolle der programmierten Astro-Zeiten kann wie folgt erfolgen:  
   - Mode-Taste > 2 s betätigen, um ins Menü zu gelangen. 
   - Mit AUF- / AB-Taste „P“ für die programmierten Zeiten anwählen und mit Mode-Taste bestätigen. 
    N n soof  die M e- as e ät gen, b s d e gesuchten hrze t n gezeigt werden. 
   as Menü zu verl  oder Mode-Taste steppweise weiter betätigen. 

 
 
 

 

 u.  = Jeder Tag einzeln 

 P     oder   � P           und                                     

 werden angezeigt.  

Mit den Tasten AUF 
oder AB die Prog.- 

oder Astro-Zeit  für 
„AUF“ wählen 

P   = Programmierbare Zeit für AUF-Befehl,  Mo-Fr 

� P     = Astro-Zeit für AUF-Befehl,  Mo-Fr                 

Mit der Taste Mode 

bestätigen 

Aktuelle progr. AUF-Zeit oder Astro-Zeit werden  

blinkend angezeigt. Einstellung bzw. Anpassung bei 
Astro mittels AUF- oder AB-Taste. Bestätigung mit der 
Mode-Taste. 

 P     oder   � P           und                                     

  werden angezeigt.  

Mit den Tasten AUF 

oder AB die Prog.- 

oder Astro-Zeit für 
„AB“ wählen 

P   = Programmierbare Zeit für AB-Befehl,  Mo-Fr 

� P     = Astro-Zeit für AB-Befehl,  Mo-Fr  

Mit der Taste Mode 

bestätigen 

Aktuelle progr. AB-Zeit oder Astro-Zeit werden  

blinkend angezeigt. Einstellung bzw. Anpassung bei 
Astro mittels AUF- oder AB-Taste. Bestätigung mit der 
Mode-Taste. 

 Schritte der Tagesprogrammierung für       

(Di - So) wiederholen. 

Mode-Taste kurz 

betätigen 

Programmiermodus wird verlassen. Uhrzeit und 

ausgewählte Betriebsart werden angezeigt. 

 

 

 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Hinweise zur Astro-Funktion: 
 

• Für jede Fahrzeit (ob Einzeltage oder Wochen-/Blocktage) kann eine Astro-Zeit statt einer programmierten 
Zeit gewählt werden. 

 
• Der fest eingestellte Bezugsort für die Astro-Zeit ist Frankfurt. 

 
• Für jede aktivierte Astro-Zeit kann eine separate Astrokorrekturzeit eingegeben werden. 

 
•  
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   - Mode-Taste > 2 s betätigen, um ins Menü zu gelangen. 
   - Mit AUF- / AB-Taste „P“ für die programmierten Zeiten anwählen und mit Mode-Taste bestätigen. 
   - Nun sooft die Mode-Taste betätigen, bis die gesuchten Fahrzeiten angezeigt werden. 
   - Mode-Taste > 2 s betätigen, um das Menü zu verlassen oder Mode-Taste steppweise weiter betätigen. 
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❶ & ❷❸❹❺❻❼ = Each day individually

P ◷ ▲ or
❶ is displayed.

Use UP or DOWN
▲ = programmable time for UP command, Mo-Frto select prog. time

or astro time for P ▲ = astro time for UP command, Mo-Fr
“UP”

Confirm with the The current programmed UP time or astro time
Mode button flashes. Set it, or adjust the astro time, with the UP or

DOWN button. Confirm with the Mode button.

P ◷ ▼ or
❶ is displayed.

Use UP or DOWN
▼ = programmable time for DOWN command, Mo-Frto select prog. time

or astro time for P ▼ = astro time for DOWN command, Mo-Fr
“DOWN”

Confirm with the The current programmed DOWN time or astro time
Mode button flashes. Set it, or adjust the astro time, with the UP or

DOWN button. Confirm with the Mode button.

Repeat the daily programming steps for
❷❸❹❺❻❼ (Tu - Su).

Press Mode
briefly

Programming mode is exited. The time and the
selected operating mode are displayed.

Notes on the astro function:

For each travel time (single days or week/block days), an astro time can be selected instead of a programmed
time.

The fixed reference location for the astro time is Frankfurt.

A separate astro correction time can be entered for each activated astro time.

The astro correction time is +/- 2 hours.

Blocking times apply to the astro correction time: 4:00 in the morning and 23:59 in the evening. If, in the course
of the year, the set correction times cause the raising or lowering times to fall outside these blocking
times, the commands are executed automatically at the blocking times.

The programmed astro times can be checked as follows:
- Press Mode > 2 s to enter the menu.
- Use UP / DOWN to select “P” for the programmed times and confirm with Mode.
- Press Mode repeatedly until the desired travel times are displayed.
- Press Mode > 2 s to exit the menu, or keep pressing Mode step by step.
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incorrect fitting or installation,
Sun sensor connection failure to follow the installation and operating instructions,

improper operation and use,
external influences such as knocks, impacts or weather,
repairs and modifications by unauthorised parties,
use of unsuitable accessories.

Kaiser Nienhaus Komfort & Technik GmbH remedies defects in the product
that occur within the warranty period free of charge, by repair or replacement of
the device. A replacement delivery under warranty does not extend the original
warranty period. Installation and removal costs are not covered.

Technical Data
-- Connect cable

marking on the
right

Operating voltage:
Power consumption: approx. 2 W
Output (Up/Down):

(not potential-free)
250 V, 50 Hz, 5 A, cos φ = 1
2.5 minutes
IP20
II

Special Functions
Switching capacity:

If you do not want an UP or DOWN time, deactivate
it by adjusting the corresponding hour setting when
programming the travel times until

Switching time:
Protection type:
Protection class:the display shows - - : - -. The deactivation point lies
Ambient temperature:between 23:00 and 00:00.
Changeover delay: min. 0.5 seconds
Power reserve: min. 18 hours

CE, RoHSConformity:
Warranty Conditions
Kaiser Nienhaus Komfort & Technik GmbH grants a 24 Subject to technical changes!
month warranty on new devices installed in accordance
with the installation instructions. The warranty covers all
design, material and manufacturing defects. The warranty
does not cover faults and defects due to:

Version: 10/09


