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logo：pantone orange 021C

300x115

W809-01-02

45BD-10/15（亚银，贴小包）45BD-10/15（亚银，贴马达）

工变 工变

工变
工变

工变
工变

45BD-20/15（亚银，贴马达）

45BD-20/15（亚银，贴小包） 45BD-20/15（贴中包）(白色铜版纸)

45BD-10/15（贴中包）(白色铜版纸)

Motortyp：
Artikelnummer.:
Leistung:
U/min.:
Schutzklasse:
Einschaltdauer:
Netz:
Nachlaufweg:

Primus Electronic Mercato
120010
10Nm/113W
15U/min
IP44
4min
230V/50Hz
3 Grad

Art-Nr:120010
Motortyp：Primus Electronic Mercato
Leistung:    10Nm/113W
U/mi .:     15
Für Rollläden bis 3,50m² Größe
Inkl. Adapter für Welle SW60
Inkl. Motorlagerset

Bezeichnung

Art.-Nr.

Gewicht

mm³

Stck

Abmessungen

      Mengekg

Primus Electronic Mercato (10Nm)

             120010

               10

 
 

  
 

1:3

logo：pantone orange 021C

黑白

Motortyp：
Artikelnummer.:
Leistung:
U/min.:
Schutzklasse:
Einschaltdauer:
Netz:
Nachlaufweg:

Favorit Electronic Mercato
120020
20Nm/161W
15U/min
IP44
4min
230V/50Hz
3 Grad

logo：pantone orange 021C

Art-Nr:120020
Motortyp：Favorit Electronic Mercato
Leistung:    20Nm/161W
U/min.:       15
Für Rollläden bis 5,0m² Größe
Inkl. Adapter für Welle SW60
Inkl. Motorlagerset

logo：pantone orange 021C

Bezeichnung

Art.-Nr.

Gewicht

mm³

Stck

Abmessungen

      Mengekg

Favorit Electronic Mercato (20Nm)

             120020

                    10
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Primus Electronic Mini

Primus Electronic Mini (10Nm)

Primus Electronic KB (10Nm)

Primus Electronic Mini

Primus Electronic KB

2,5

130012

132570

Primus Electronic KB

130012

130012

132570

132570

10Nm /144W
17U/min

10Nm /144W
1

10Nm /113W

10Nm /113W

Für Rollläden bis 2,5m Größe
inkl. Adapter für Welle SW40
mit Hinderniserkennung

Labels for DM45B-10Labels for DM45S-20/15

Favorit Classic Mercato
110020
20Nm / 145W
15U/min

20Nm / 145W
15

Favorit Classic Mercato

110020

Favorit Classic Mercato

110020

Für Rollläden bis 4,5m² Größe
inkl. Adapter für Welle SW60
inkl. Motorlager- Set

Code Switch Unit Versa 4 Installation and Code Switch Unit Versa 4 Installation and
Item 322511 Operating Instructions Item 322511 Operating Instructions

Device Description

The Cody Light HF consists of an evaluation unit and a keypad.
The two units are connected by a simple two-wire cable without
special plugs. The Cody Light HF is a modern and secure
alternative to a conventional key switch. It is ready for use as
soon as the passcode has been programmed. To open or close
the door, simply enter the four- or five-digit passcode and press
the key button. After the passcode has been entered correctly,
the corresponding drive is operated via a potential-free relay
contact.

Code Switch Unit Versa 4

Passcode:
The passcode is a four- or five-digit number code that you use to
operate your door drive. You can store four different passcodes.
If someone is with you while you enter it, you can press any
number of other buttons before entering the actual code. This
largely prevents anyone else from memorising your passcode.
The Cody Light HF still recognises your passcode as correct!
Entry of the passcode is always completed by

pressing the button.
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geba GmbH ist von der Gewährleistung und Produkthaftung befreit, wenn ohne unsere vorherige
Zustimmung eigene bauliche Veränderungen vorgenommen werden oder unsachgemäße
Installationen, gegen unsere vorgegebenen Montagerichtlinien, ausgeführt bzw. veranlasst werden.
Der Weiterverarbeiter hat darauf zu achten, dass die EMV-Vorschriften eingehalten werden.
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Code Switch Unit Versa 4 Installation and Code Switch Unit Versa 4 Installation and
Item 322511 Operating Instructions Item 322511 Operating Instructions

Installation Instructions

Installing the evaluation unit (indoors):
1. Insert a screwdriver into the slot on the housing cover, lever it upwards and open the

cover.The Cody Light HF is equipped with a TIPTOMATIC time specially
for garage doors. After entering a passcode, this function allows
you to operate the door within 60 seconds with

2. Remove the control board (it is only plugged in).
3. Fit the supplied cable glands into the housing and plug the board back in. Make sure

the board snaps in correctly.
4. Drill the fixing holes and screw the mounting bracket to the wall.

5. Now route the keypad cable through the left cable entry (sealing grommet) and the mains
cable through the right cable entry. Make sure the sealing grommet and cable glands are tight,
otherwise the device protection is not guaranteed.

any button except the button, without
having to enter the passcode again. However, the TIPTOMATIC time
can also be ended before the 60 seconds expire 6. Connect the cables to the corresponding terminals according to the wiring diagram.

with the button.

Lock Function:
For safety reasons, the Cody Light HF is locked for 20 seconds after
an incorrect passcode is entered (indicated by a triple beep). The
end of the lock time is signalled by a long beep.
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230/240VAC

EN 61000-6-1 08/2002
EN 61000-6-3 08/2002

 

Cody Light HF 1 / 1 = X6
Cody Light HF 1 / 2 = X6 + X7

Codierschalter

 

 

 

 
 

 

 

 

 
 

 

 

Code Switch Unit Versa 4 Installation and Code Switch Unit Versa 4 Installation and
Item 322511 Operating Instructions Item 322511 Operating Instructions

Entering a New Passcode
Technical Data

Cody Light HF 1/1 (max. 4 passcodes per relay output) The four possible passcodes are programmed
into the device very easily. The logic unit has a switch strip with four DIP switches (see figure below).
These four DIP switches correspond to the four memory slots for the individual passcodes.

Voltage: 20-28V AC/DC, 230-240 V AC
Relay output load: 250V AC 5A
Connections: 1.5 mm² max.
Temperature: -20 °C to +60 °C Cody Light HF 1/2 (max. 2 passcodes per relay output) The passcodes stored with DIP switches 1

or 2 activate the relay 1 output. The passcodes stored with DIP switches 3 or 4 activate the relay 2
output.

Set DIP of Enter four- or five-
desired digit passcode

relay (1 or 2) Button Beepto ON
-long-

Set all DIPs to OFF

The new passcode is now stored!

Deleting a Passcode
Set DIP of

desired
relay (1 or 2) Button Button Beepto ON

-long-

Assembly Variants – Potential-free Contacts
Mains

Set all DIPs to OFF

This product complies with:
EC Electromagnetic Compatibility Directives

The selected passcode memory slot
EC Low Voltage Directive 2006/42/EC is now deleted!

Revision status: 06/2016Revision status: 06/2016
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Code Switch Unit Versa 4 Installation and Code Switch Unit Versa 4 Installation and
Item 322511 Operating Instructions Item 322511 Operating Instructions

Entering a Passcode

Pairing Hand-held Transmitters

Enter four- or five-
digit passcode Before pairing, make sure that the optional radio module is firmly plugged onto the logic

board.
Button

Beep
Desired button of theSet DIP of-long-

hand-held transmitterDIP 4 to ON desired
pressrelay (1 or 2)

LED flashesto ON (1x long)

Set all DIPs to OFF

A correct code is recognised; the corresponding relay
picks up!

The hand-held transmitter has been paired with the desired relay!

Any number of other buttons can be pressed before the actual passcode.

If an incorrect passcode is entered, a beep sounds 3 times; a new
code cannot be entered for the duration of the lock time (20 sec. ex works). The end of the lock time

is signalled by a long beep.

Revision status: 06/2016Revision status: 06/2016



www.kaiser-nienhaus.de www.kaiser-nienhaus.de

 

Handsender

 
 

 

 
  

 

 
 

 

 
 
 

 
 

 

 

 

 

 
 
 

 

General-ResetCode Switch Unit Versa 4 Installation and Code Switch Unit Versa 4 Installation and
Item 322511 Operating Instructions Item 322511 Operating Instructions

General Reset
Deleting Hand-held Transmitters

Deleting specific hand-held transmitters:

Set DIP of Press button to be deleted on the
used Set DIP back toPress reset button onhand-held transmitter > 5 sec.DIP 4 to ON

relay (1 or 2) OFFDIP 4 to ON the logic boardpress
to ON LED flashes > 5 sec.

(2x long)

Set all DIPs to OFF

The general reset has restored the factory settings!

The selected hand-held transmitter has now been deleted!

Deleting all hand-held transmitters of a single relay:

Set DIP of the relay Factory settings (as delivered):Press reset button onDIP 4 to ON to be deleted the logic board
> 5 sec.(1 or 2) to ON • All memory slots deleted (except 00)

• Tiptomatic time = 60 sec.

• Control time = 1 sec.
Set all DIPs to OFF

• Lock time = 20 sec.

The paired hand-held transmitters of the selected relay have
now all been deleted!
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